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I. Product Description 
  
Evapo-Rust Spray Gel clings to surfaces to effectively remove rust on all types of mild steel and 
iron, without the need to soak: 
 
• Safe on chrome, copper, brass, aluminium, vinyl and most plastics. 
• Evapo-Rust is non-caustic, non-flammable and contains no petroleum.   
 
II. Features & Benefits 
 

• Clings to surfaces 
• Powerful 
• Non-scrubbing  

 
III. Application Directions 
 
Read Entire Label Before Use 
 
1. Pre-clean item if it is dirty or oily and remove loose rust scale. 
2. For best results do not use in direct sunlight. 
3. Apply Evapo-Rust Spray Gel to the surface to be treated as a heavy film. 
4. Allow a minimum of 2 hours to work – heavily rusted items will require longer working time. 
5. Rinse with water and dry with a cloth.  
6. If Evapo-Rust Spray Gel dries on the surface a soft brush and water may be required to 
remove it. 
7. Heavily rusted items may require repeat applications. 
 
 
IV. Typical Properties and Characteristics 
 

Appearance of contents Opaque Gel Spray 

pH 2.5 

Flammability Non Flammable Aerosol 
 
 
V. Package Description 
 
Part Number Size    
 
1753336  Aerosol 500 g 
 
 
 
VI. Special Precautions 
 
 
This product is acidic and will cause irritation to skin, eyes and other biological tissues. 
It is important to protect skin and eyes from contact with the product. 
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PRODUCT WARRANTY: CRC offers a conditional warranty of this product for the period of 2 years from the date of 
manufacture. 
 
 

DISCLAIMER: All information on this data sheet is based on testing by CRC Industries NZ. All products should be 
tested for suitability on a particular application prior to actual use. CRC Industries makes no representations or 
warranties of any kind concerning this data. 


