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R O C K  S A T E L L I T E

D E S I G N  +  P E R F O R M A N C E
The sat in  painted f in ish  and u l t ra  compact  des ign of 

the JL-4  a l lows i t  to  b lend seamless ly  into even the 

most  luxur ious  of  outdoor  l i v ing spaces,  whi le  the 

4” long-throw a luminum dr iver  prov ides deta i led, 

dynamic ,  ba lanced sound.

 

7 0 V  /  8  O H M  C O M PAT I B L E
T h e  J R - 4  r o c k  s a t e l l i t e  i s  e q u i p p e d  w i t h  a 

h i g h  q u a l i t y  2 5 W  7 0 V  t r a n s f o r m e r  -  b y p a s s a b l e 

f o r  8  o h m  o p e r a t i o n  -  f o r  m a x i m u m  s y s t e m 

f l e x i b i l i t y  f o r  a n y  l i s t e n i n g  e n v i r o n m e n t ,  f r o m 

s m a l l  r e s i d e n t i a l  s y s t e m s  t o  m a s s i v e  c o m m e r c i a l 

i n s t a l l s .

 

I N T E R C H A N G E A B L E  W I T H  J L - 4
The JR-4  ut i l i zes  the exact  same acoust ic 

components  and voic ing as  the JL-4  landscape 

sate l l i te ,  a l lowing them to be complete ly 

interchangeable for  great  sound in  any form factor.

 

A L L  W E AT H E R  D U R A B I L I T Y
A  U V- r e s i s t a n t ,  f i b e r g l a s s  c a b i n e t  p r o v i d e s  t h e 

u t m o s t  i n  a l l - w e a t h e r  c a p a b i l i t y.  W i t h  a n  I P 4 5 

r a t i n g ,  t h e  J a m o  J R - 4  r o c k  s a t e l l i t e  i s  l a b  t e s t e d 

a n d  c e r t i f i e d  t o  o f f e r  t h e  b e s t  i n  o u t d o o r  a u d i o 

y e a r  i n  a n d  y e a r  o u t .

O P T I M I Z E D  W I T H  J D A - 5 0 0
T h e  n e w  J a m o  J D A - 5 0 0  D S P  a m p l i f i e r  i s  t h e 

p e r f e c t  m a t c h  f o r  t h e  J a m o  r o c k  s p e a k e r s  s e r i e s 

-  w i t h  7 0 V  a n d  l o w  i m p e d e n c e  c o m p a t i b i l i t y  a n d 

o n e - c l i c k  J a m o  s p e a k e r  p r e s e t s  t o  o p t i m i z e  t h e 

a c o u s t i c  p e r f o r m a n c e  o f  y o u r  J a m o  s p e a k e r s 

-  n o  a m p l i f i e r  s o u n d s  b e t t e r  w i t h  J a m o  r o c k 

s p e a k e r s .

SPECIFICATIONS
FREQUENCY RESPONSE 115Hz-20KHz

DRIVER 4” Long-Throw Aluminum 
Full-Range Driver

SENSITIVITY 85dB (2.83V @ 1m)

IMPEDENCE 70V / 8 ohm

POWER HANDLING 50W

70V TRANFORMER 25W

ENCLOSURE MATERIAL UV Treated Fiberglass

FINISH Granite, Sandstone

GRILLE MATERIAL Rust-proof Aluminum

DIMENSIONS 192mm x 226mm x 176mm
7.58” x 8.91” x 6.91”

WEIGHT 2.27 kg (5.0 lbs)

ACCESSORIES
(SOLD SEPARATELY)

JDA-500 DSP Amplifier 

    (120V: 10634321, 230V: 10634322)


