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For the most current instructions, additional assembly tips, to report damage or request parts, 
Please visit our website at www.walkeredison.com

W60RSW
Assembly Instructions

http://www.walkeredison.com
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VI.      A Phillips head screwdriver or power tolls is required to assembly this product.
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Ø8.0x30mm Wooden dowel 32 pcsA

Ø4.0x45mm

Ø7x70mm

M4mm

Screw
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      A Phillips head screwdriver or power tolls is required to assembly this product 
(Not included).

Ø4.0x35mm
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Insert Wooden dowel (A) into part (1), (3), (5), (6) and (8). 

Secure part (4) to part (1), (6) with screw (B).
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Step  3

Step  4
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Secure part (8) to part (1) with screw (B). 

Secure part (2) to part (1) with screw (C) and hex key (D). 



P.6

Step  5

Step  6
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Secure part (6) to part (8) with screw (F). 

Secure part (7) to part (6) with screw (C) and hex key (D). 
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Step  7

Step  8
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Secure part (5) to part  (6) with screw (B). 

Secure part (3) to part (5) with screw (F). 
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Step  9

Step  10
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Secure part (3) to part (2), (7) with screw (C) and hex key (D). Secure part (9) to part (3) with screw (F). 

Secure part (4) to part (2), (7) with screw (B). 
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Step  11

Step  12
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Insert foot (G) into part (9).
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