
SPECIFICASPECIFICATION SUBMITTTION SUBMITTAL SHEETAL SHEET
j o n e s  s t e p h e n s  c o r p o r a t i o nj o n e s  s t e p h e n s  c o r p o r a t i o n

jones stephens corporation
3249 moody parkway • moody, alabama 35004

toll free phone: 1-800-355-6637 • toll free fax:  1-800-462-6991
www.plumbest.com

REPLACEMENT STRAINERS W/SCREWSREPLACEMENT STRAINERS W/SCREWS

featurfeatures and benefits:es and benefits:

This product and others like it can be found
in the Jones Stephens catalog.  Call today
to order your catalog or download it from

our website:  www.plumbest.com

PART NO. FINISH A B THICKNESS
q D41-101 Stainless Steel 4-5/16” 2-11/16” 3.200 sq.in. .042”

q D41-102 Polished Brass 4-5/16” 2-11/16” 3.200 sq.in. .042”

q D41-106 Antique Brass 4-5/16” 2-11/16” 3.200 sq.in. .042”

q D41-107 Satin Nickel 4-5/16” 2-11/16” 3.200 sq.in. .042”

q D41-10CO Copper 4-5/16” 2-11/16” 3.200 sq.in. .042”

q D41-10PN Pearl Nickel 4-5/16” 2-11/16” 3.200 sq.in. .042”

q D41-10RB Oil Rubbed Bronze 4-5/16” 2-11/16” 3.200 sq.in. .042”

q D41-10WB Old World Bronze 4-5/16” 2-11/16” 3.200 sq.in. .042”

Length of Screw: 3/8”
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