
Bonnet Buff  
An encapsulation technology specially formulated 
for bonnet buff of traffic lanes or other highly 
soiled carpets.

Versatile
• Use as a prespray or a bonnet buff

Effective
• Unique polymer and solvent blend releases both oil-based and 

water-based soils from carpets
• Dries to brittle powder; easily vacuumed

Exclusive Soil Barrier
• Retards resoiling between cleanings
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Bonnet Buff

Product Specifications
Description

Color/Form    Colorless, liquid

Flash Point     >200˚ F (>93.4˚ C)

pH 9.4 (Concentrate)  
8.5 (Use Dilution 1:8)

Scent Fruity floral

Shelf Life 2 years

Solubility Complete

Specific Gravity 1.0027

Safety Reminder

Please make sure your employees read and understand the product label and Safety Data 
Sheet before using this product. The label contains directions for use, and both the label 
and SDS contain hazard warnings, precautionary statements and first aid procedures. 
SDSs are available on-line at www.sealedair.com or by calling 888 352 2249. Improper 
use or dilution may result in damage to surfaces and may result in health and physical 
hazards that match those of the concentrate. Please refer to the Diversey HazMat Library, 
only available through Internet Explorer, http://naextranet.diversey.com/dot/, for up to 
date shipping information.

Use Directions
• Vacuum carpet thoroughly. Pre-spot as needed with  

appropriate spotter.
• Fill pump-up sprayer with Bonnet Buff.
• Dilute 16 oz. to 1 gallon water.
• Spray carpet. Allow to work 10–15 minutes.
• Extract or bonnet buff.

Available Items
Product Code Description/Package Size Dilution

95002700 
5002700

 4 x 1 gallon / 3.78 L Bottles 1:8


