
•• 1/2” Primer tapped with brass plug
•• Supplied with stainless steel bolts

SPECIFICASPECIFICATION SUBMITTTION SUBMITTAL SHEETAL SHEET
j o n e s  s t e p h e n s  c o r p o r a t i o nj o n e s  s t e p h e n s  c o r p o r a t i o n

featurfeatures and benefits:es and benefits:

PART NO. STRAINER PAN HEIGHT SIZE
3 1/2” SPUD WITH 5”, 6”, 8” OR 9” ROUND STRAINER

❑ D65-580 5” NB 7” 2 7/8” - 4 1/2” 3”
❑ D65-581 5” PB 7” 2 7/8” - 4 1/2” 3”
❑ D65-582 5” CP 7” 2 7/8” - 4 1/2” 3”
❑ D66-580 5” NB 9” 3 1/2” - 5 1/8” 3”
❑ D66-581 5” PB 9” 3 1/2” - 5 1/8” 3”
❑ D66-582 5” CP 9” 3 1/2” - 5 1/8” 3”
❑ D65-583 6” NB 7” 3 ” - 5” 3”
❑ D65-584 6” PB 7” 3 ” - 5” 3”
❑ D65-585 6” CP 7” 3 ” - 5” 3”
❑ D66-583 6” NB 9” 3 5/8” - 5 5/8” 3”
❑ D66-584 6” PB 9” 3 5/8” - 5 5/8” 3”
❑ D66-585 6” CP 9” 3 5/8” - 5 5/8” 3”
❑ D65-586 8” NB 7” 3 1/8” - 5 5/8” 3”
❑ D65-587 8” PB 7” 3 1/8” - 5 5/8” 3”
❑ D65-588 8” CP 7” 3 1/8” - 5 5/8” 3”
❑ D66-586 8” NB 9” 3 7/8”- 6 3/8” 3”
❑ D66-587 8” PB 9” 3 7/8”- 6 3/8” 3”
❑ D66-588 8” CP 9” 3 7/8”- 6 3/8” 3”
❑ D65-589 9” NB 7” 3 1/2” - 6” 3”
❑ D66-590 9” PB 7” 3 1/2” - 6” 3”
❑ D66-589 9” NB 9” 4 1/8” - 6 5/8” 3”
❑ D66-590 9” PB 9” 4 1/8” - 6 5/8” 3”

3 1/2” IPS SPUDS WITH 5” OR 6” SQUARE STRAINER
❑ D65-591 5” NB 7” 3 1/4” - 5 1/4” 3”
❑ D65-593 5” PB 7” 3 1/4” - 5 1/4” 3”
❑ D66-591 5” NB 9” 3 7/8” - 5 7/8” 3”
❑ D66-593 5” PB 9” 3 7/8” - 5 7/8” 3”
❑ D65-592 6” NB 7” 3” - 5 1/4” 3”
❑ D65-594 6” PB 7” 3” - 5 1/4” 3”
❑ D66-592 6” NB 9” 4 1/8” - 6 3/8” 3”
❑ D66-594 6” PB 9” 4 1/8” - 6 3/8” 3”
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3” “CODE BLUE” NO HUB FLOOR DRAIN3” “CODE BLUE” NO HUB FLOOR DRAIN


