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APPLICATIONS:
GM® Vehicles
7/16 - 20: 
3.0, 3.3, 3.8, 3300, & 3800 V-6; also 260, 350, 455, 
5.7 (307) Buick Engines 4.3 V-6, 5.0, & 5.7 V-8; 
also 250 & 296 L-6 Chevrolet Engines
1/2 - 20: 
366, 396, 454, & 5.7 LT1 V-8 Chevrolet Engines
6.2, 6.5, & 6.6 V-8 Diesel Chevrolet Engines
3/4 – 16:
5.7 V-8 Diesel
M14 x 1.5:
4.0 & 4.6 V-8 Cadillac and Oldsmobile Engines
1.6, 1.8, 2.0, & 2.2 L-4 Chevrolet Engines
2.8, 3.1, 3.4, 3100, & 3400 V-6 Chevrolet Engines
M16 x 1.5:
6.6 V-8 Diesel
M16 x 2.0:
4.1, 4.5, 4.9, V-8 Cadillac Engines
4.2 L-6 Chevrolet Engines
GM®:
2008 - 2012  4.8L, 5.3L, 5.7L, 6.0L, 7.0L

HARMONIC BALANCER INSTALLER
INSTALADOR DE DÁMPER DE CIGÜEÑAL

Chrysler® Vehicles
3/4 – 16:
5.2 & 5.9 V-8; also 225 Slant 6
M12 x 1.75:
2.0, 2.2, & 2.5 L-4; also 3.3 & 3.5 V-6
M14 x 1.5:
4.7 V-8
M14 x 2.0:
2.7 V-6
Chrysler®:
2006 - 2012  3.7L, 4.7L, 5.7L, 6.1L
Ford® Vehicles
7/16 - 20:
3.0 & 3.2 V-6 SHO; 
also 7.3 V-8 Diesel (Indirect Injection)
1/2 - 20:
2.3 OHC, 2.5 L-4, & 3.0 4-valve V-6
9/16 – 18:
4.9 L-6, 5.0 V-8
5/8 – 18:
7.5 V-8
3/4 – 16:
6.9 & 7.3 V-8 Diesel

M12 x 1.5:
4.0 V-6 SOHC, 4.0 V-6, & 4.6 V-8 2-valve; 
also 4.6 V-8 4-valve, 5.4 V-8, & 6.8 V-10
M14 x 1.5:
3.0 V-6 2-valve, 3.4 SHO, & 3.8 V-6
Ford®:
2004 - 2012  3.0L, 3.5L, 4.6L, 5.4L , 6.8L


