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Upholstered Modular Loveseat with USB Port
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Be careful when assembling to avoid damaging the product.
Clean the table with lukewarm water, mild detergent & soft cloth.
Firmly secure all bolts before use. Do not use any part of this item as a step ladder.
Reconfirm that all bolts, screws, and nuts are secure every 90 days.
Do not use or store this item in the proximity of open flame or flammable/combustible chemicals.
Be aware that some parts are heavy and have sharp edges.

Do not overtighten screws. (Insert all screws before tightening screws.)
Please do not exceed the weight limitations of this item.

M8 x 40mm
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Place the assembled left seat and right seat as show below. There are four connecting
holes on the side of Part A Seat Frame. Use 1 set of Hardware (1 pc of #1 Bolt + 2 pcs of #2
Washer + 1 pc of #3 Nut) for each connecting hole to lock the loveseat.
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Attach 12 sets of Part H Plastic Legs and Part I Plastic Washers to the bottom
of the loveseat.

Take out Part E, F, G Cushion, then gently pat to make them full. And then refer to the
following picture to put the cushions in the corresponding positions.

Now enjoy your loveseat.

Connect Part J Charger to the wire underneath Part C Left Facing Armrest, and plug the
charger to the power socket.
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 Upholstered Single Sofa Chair with Ottoman
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Be careful when assembling to avoid damaging the product.
Clean the table with lukewarm water, mild detergent & soft cloth.
Firmly secure all bolts before use. Do not use any part of this item as a step ladder.
Reconfirm that all bolts, screws, and nuts are secure every 90 days.
Do not use or store this item in the proximity of open flame or flammable/combustible chemicals.
Be aware that some parts are heavy and have sharp edges.

Do not overtighten screws. (Insert all screws before tightening screws.)
Please do not exceed the weight limitations of this item.

M8 x 40mm
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