
Technical Data Sheet 
     

ADOS Solvents – Adhesive Cleaners & Thinners 

CRC Industries NZ, Auckland NZ 
 

 

ADOS Solvent N 
 
ADOS Solvent N is a good general purpose cleaner used for cleaning equipment, brushes, 
rollers etc. contaminated with neoprene adhesives. It is used for pre-wiping surfaces prior to 
applying adhesives and can soften dried flooring adhesives to assist with easier removal. 
 
If added to adhesives as a thinner, use only sparingly to reduce viscosity and aid with flow 
characteristics. 
 
 

ADOS Solvent PS 
 

ADOS Solvent PS is a mild solvent suitable for cleaning down surfaces contaminated with dried 
adhesives. It coagulates the dried adhesive for easier removal, rather than dissolving. It is a 
mild solvent which should not damage most surfaces used on, i.e. vinyls, wood, laminates, 
plastics etc. (areas to be cleaned should be tested first). 
 
Note: Do not use to clean application equipment. 
 
 

ADOS Epoxy Solvent Clean Up 
 
ADOS Epoxy Solvent Clean Up is a high solvency solvent blend for use with ADOS Epoxy 
Systems. It is especially suitable as a clean-up solvent after fibreglassing operations and may 
be used for cleaning spray equipment, brushes, rollers etc. If adding to an epoxy system, use 
only sparingly to reduce viscosity and aid with flow characteristics 
 
Note: To remove epoxy mixture from skin, use vinegar then warm water and soap. 
  
 

Package Description 
  
Part Number  Product    Size 

 

8200    ADOS Solvent N    500 ml 
8202    ADOS Solvent N    1 litre 
8204   ADOS Solvent N    4 litre 
8205   ADOS Solvent N     550 ml Aerosol  
8206   ADOS Solvent N    20 litre 
8208    ADOS Solvent N    209 litre 
 
8214   ADOS Solvent PS    4 litre 
8216   ADOS Solvent PS    20 litre 
 
4300   ADOS Epoxy Solvent Clean Up  500ml 
 
 

Special Precautions 
 
The solvents in ADOS Solvent N, Solvent PS and Epoxy Solvent Clean Up are Highly 
Flammable. Keep away from naked flames, electrical appliances/lights, lighted cigarettes, etc. 
Use only in a well ventilated area. Refer to Material Safety Data Sheet for more details. 
 
Use with adequate ventilation. Do not eat, drink or smoke while using. Store in a cool, well-
ventilated area and indoor temperature must be between 5ºC and 20ºC. Dispose of empty 
containers safely. Do not contaminate water supply. 
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First Aid: 

Swallowed – Give water to dilute. Do not induce vomiting. Get medical attention without delay.   
Skin – Remove contaminated clothing and wash skin thoroughly with soap and water. Do not 
scrub skin. 
Eyes – Hold open and flush with water for at least 15 minutes. Get medical attention without 
delay.   
Inhalation – Remove to fresh air. If breathing difficulty get medical attention immediately. 

 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

TECHNICAL DATA SHEET Version 07/2010 
 

PRODUCT WARRANTY: CRC offers a conditional warranty of this product for the period of 2 years from the date of 
manufacture. 
 
 

DISCLAIMER: All information on this data sheet is based on testing by CRC Industries NZ. All products should be 
tested for suitability on a particular application prior to actual use. CRC Industries makes no representations or 
warranties of any kind concerning this data. 


