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F2159 Poly PEX Plug

Location
Engineer
Contractor
Tag PO#

Specifications

Manufactured to the highest industry standards, Jones Stephens’
F2159 polymer crimp fittings provide precise, leak-free connections.
The secure and reliable crimp fitting method provides full, immediate
strength upon installation, with 360-degree uniform pressure.
Approved for use with PEX piping.

Applications

Jones Stephens’F2159 Poly PEX Plugs are approved for use with
commercial and residential non-potable water applications.

Materials
Polymer construction. Manufactured of premium-grade resin with
non-mixed blends.
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F2159 Specified Dimensions |in (mm) in (mm)
1/2" End Connection 37(9.30) 47(11.98)
3/4" End Connection 55(13.85) |.67(16.96)
1" End Connection .72(18.22) .86(21.74)
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Dimensions and Product Offering

PART N, A-iwwy  ATOLERANCE o, BTOLERANCE ., CTOLERANGE  WEGHT o/ ;v
£LBS (G)
C76768 0.50" Black 0.83 (21.20) 0.13(1.13) 0.63 (16.00) 0.07 (1.727) 0.13 (3.20) 0.10(2.51) 0.004 (1.90) 0.02(10.89)
C76740 0.50" White 0.83(21.20) 0.13(1.13) 0.63 (16.00) 0.07 (1.727) 0.13(3.20) 0.10 (2.51) 0.004 (1.90) 0.02(10.89)
C76769 0.75" Black 0.83(21.20) 0.13(1.13) 0.83(21.00) 0.07 (1.727) 0.13(3.20) 0.10(2.51) 0.01(3.70) 0.02(10.89)
C76741 0.75" White 0.83 (21.20) 0.13(1.13) 0.83 (21.00) 0.07 (1.727) 0.13(3.20) 0.10 (2.51) 0.01 (3.70) 0.02 (10.89)
C76771 1.00" Black 0.99 (25.20) 0.13(1.13) 0.98 (25.00) 0.07 (1.727) 0.14(3.50) 0.10(2.51) 0.01 (6.50) 0.02(10.89)
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