




Please carefully read the safety precautions before installation. This is important and must 

be observed.

● D isconnect power before installing 
or servicing disposer.

● C heck with aqualified electrician or 
serviceman if you are in doubt as to 
whether the appliance is properly 
grounded.

● Al l wiring must comply with local 
electrical codes.

● D o not reconnect electrical current 
at main service panel until proper 
grounds are installed. 

● D o not position your head or body 
under disposer; unit could fall during 
removal or installation.

● U se long-handled tongs or pliers to 
remove objects from a waste disposer.
Do not put fingers or hands into a 
waste disposer.

● To  reduce the risk of injury, close 
supervision is required when an
appliance is used near children.

    

IMPORTANT SAFETY INSTRUCTIONS.

ICONSIGNES DE SÉCURITÉ IMPORTANTES.
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● D o not put the following into a 
disposer: clam or oyster shells, caustic 
drain cleaners or similar products, 
glass, china, or plastic, metal (such as 
bottle caps, steel shot, tin cans, or 
utensils), hot grease or other hot 
liquids, paints, solvents, household 
cleaners and chemicals, automotive 
fluids, plastic wrap.

● R egularly inspect disposer and 
plumbing fittings for water leaks,
as water leaks can cause property 
damage. Manufacturer cannot
be held responsible for property 
damage as a result of water leaks.

● To  reduce the risk of injury and/or 
property damage, do not use the sink 
containing the disposer for purposes 
other than food preparation (such as 
baby bathing or washing hair).

SAVE THESE INSTRUCTIONS,
CONSERVEZ CES INSTRUCTIONS,

    

！WARNING    

Only connect to a Ground-Fault Circuit-Interrupter(GFCI)protected grounded socket.

Do not remove the ground pin or use a ground adapter.

Otherwise,electric shock will be caused by fault or short circuit.

！ DANGER



Wrench

Sealed baffle

Lower Mounting Ring

Dishwasher Inlet

Water Outlet

Cover
o

Parts Included:

Disposer

Stopper scraper

Sink Flange

Rubber Gasket

Paper Gasket

Metal Gasket

Mounting Ring

1 1/2" Screws

Snap Ring
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Tools and Materials (not included)

Plumbers putty
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Loosen the three screws 
on the mounting 
assembly, get them out 
about 0.6 - 0.8 inch 
(15-20mm).

Use a flat head screw to 
take out the snap ring 
(I),  then separate the 
paper gasket (E), metal 
gasket (F), and 
mounting ring (G) from 
the assembly.

INSTALLATION INSTRUCTIONS 
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Plumbers putty
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Take out the paper gasket 
(E), place the gasket (D) 
under the sink flange (C). 
Evenly apply 1/2" thick 
 rope of plumber's putty 
    around sink flange (C). 
      Press it firmly onto the 
      sink flange as shown. 
     Remove excess putty.

Place a weight, such as 
the disposer, on the 
sink flange (C) to hold it 
in place. Use a towel to 
avoid scratching sink.
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Insert paper gasket (E), 
metal gasket (F), and 
mounting ring (G). 
  Press snap ring (I) 
   firmly in place.

Tighten the three 
mounting screws (H) 
evenly and firmly 
against the flange.
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Slide flange (M) over 
discharge tube (L). lnsert 
gasket (K) into discharge 
outlet. Secure flange and 
discharge tube to disposer 
with two screws (N). Slide 
cover (O) over discharge 
tube (L) and push into the 
Disposer. Although the 
supplied discharge tube is 
preferred, a straight 
discharge tube may be used.

7

！
Stop and read CAUTION: 
DISHWASHER CONNECTION ONLY.
If you do not need to connect to the dishwasher, 
Please skip steps 8, 9.

Veuillez arrêter et lire la mise en garde :
CONNEXION AU LAVE-VAISSELLE UNIQUEMENT
vous n'avez pas besoin d'attacher le lave-vaisselle,
Veuillez sauter les étapes 8, 9.
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NOTICE: Drain plug 
cannot be replaced once 
it is knocked out.
Turn disposer (A) onto 
side and knock out 
drain plug with 
screwdriver. Remove 
plug from inside of 
disposer with pliers.



Install dishwasher tube 
into dishwasher Inlet. 
Secure with hose clamp.

179
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Hang disposer by 
aligning 3 mounting 
tabs with slide-up ramps 
on mounting ring.

Use the wrench (J) to 
secure the mounting 
ring tightly.

Falling Hazard
Risque de chute！

WARNING
ATTENTION    
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Do not position your head or body under disposer; unit could 
fall during removal or installation. 



You may need to trim 
discharge tube to 
ensure proper fit. 
Make sure anti-
vibration tailpipe 
mount is straight. 

Test for leaks after 
Installation:
Place a stopper onto the 
flange and fill the sink 
with 2/3 water, turn on 
the disposer and then 
unplug the stopper to 
release the water.
Check for leaks on 
positions (#1) and (#2) 
as showed in the picture.
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