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A high performance spotting solution that's phosphate free 
and easy to use. Carpet Spotter is formulated with heavy duty 
surfactants and solvents designed to penetrate to the carpet 
backing to remove spills before they can become stains. It 
penetrates and loosens oil and water- based soils quickly for 
fast removal. Carpet Spotter delivers strong spotting power, 
yet it is safe to use on Advanced 5th Generation Stain 
Resistant carpets. 

Features & Benefits 

Removes tough spots before they become stains. 

Penetrates to the carpet backing. 

Phosphate free and easy to use. 

Item Number & Unit of Measure 

Item Number HIL0081525 

Unit of Measure 2.5 Liter Bottle 

 
Specifications 

Color Colorless 

Appearance Slightly Hazy 

Fragrance Non-Objectionable 

Formula Type Liquid 

Requires Dispenser 
 
 

Yes 

Dilution Ratio 1:20 

PH 10.00 - 11.00 

Non-Volatile Matter 
 

3.00 - 4.00% 

Safety 

See safety datasheet (if applicable) and product label for 
safety information, handling and proper use. 

Directions for Use 

For use with the Hillyard Arsenal One dispensing systems. 
Remove shipping cap and insert this container into the 
dispensing system. Secure the dispensing system cap to refill 
container. Dispense product by selecting the product on the 
dispenser control panel and press the button to dispense 
product into bottle.  For bucket fill, attach bucket fill hose 
BEFORE dispensing product. Place Wet Floor sign near spot. 
2. Test for colorfastness and effect on texture in an 
inconspicuous area before applying to spot. 3. Apply Carpet 
Spotter to spot and allow to set for one minute. 4. Agitate 
with a bone scraper. 5. Blot with absorbent toweling. Repeat 
steps 2 and 3 if necessary. 6. Rinse with water and blot with 
absorbent toweling. If available, rinse with an extractor until 
all residue is removed. 7. Allow area to thoroughly dry before 
removing Wet Floor sign. An air blower will aid in this drying 
process.     

 

 

Flammability RTU 0 

Health RTU 0 

Reactivity RTU 0 

 

 


