
100 Lumen LED

BUILT-IN
WORK LIGHT

OPTIONAL
BELT HOOK

VARIABLE
SPEED TRIGGER

 Can be attached
to either side

BATTERY LEVEL
INDICATOR
Easily check the
battery’s status

DIRECTIONAL SWITCH/
TRIGGER LOCK

Forward, reverse or lock trigger

Powerful, 20V, delivers
up to 375 ft. lb. torque

in reverse

BRUSHLESS
MOTOR

ELECTRONIC
CLUTCH 

& AUTO-STOP
Controlled with the

push of a button

20V BATTERY
2.0Ah, Li-Ion 
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20V LI-ION BRUSHLESS 
1/2" IMPACT WRENCH

 ⚫ Powerful 20V brushless motor delivers up 
to 295 ft. lb. (400 Nm) of forward and 375 
ft. lb. (508 Nm) of Ònut bustingÓ reverse 
torque
 ⚫ Advanced electronic motor control 
provides 4-speed/torque settings, with the 
push of a button, to apply the right amount 
of force needed for the job
 ⚫ Optional Auto-Stop function works in 
reverse to deliver full breakaway torque, 
then stops rotation as soon as the lug 
nut or bolt breaks loose, preventing bolt 
stripping and uneven loosening
 ⚫ Built-in LED light automatically turns 

on when the trigger is pulled to provide 
increased visibility in dark environments
 ⚫ 20V 2.0 Ah Lithium-Ion battery, with power 
level indicator, and 1-hour quick charger, 
gets you get back up and running quickly
 ⚫ Blow mold storage case fits the entire kit 
and has room for an extra battery, if needed
 ⚫ Specifications: Drive: 1/2 in. Square drive 
w/friction ring, Motor: 20V 4815 Brushless, 
4-Speed/Impact settings: 0-600/800, 
1200/1600, 1800/2400, 2400/3200 RPM/IPM
 ⚫ Measurements: 6.0 L x 7.35 H x 2.45 in. D 
(15.2 x 18.7 x 6.2 cm), Weight: 2.5 lb. (1.3 kg)
 ⚫ CE, cETLus listed - 3159543


