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M-80
Thickened Bowl Cleaner
°

This bowl cleaner is a combination of HCL and sulfamic
acids blended with a heavy concentration of hard-
working, high-sudsing detergents. M- 80 Bowl Cleaner
quickly removes rust, lime and uric acid deposits, as well
as offensive odors.

Features & Benefits

Quickly removes rust, lime, and uric acid deposits
Eliminates offensive odors

Will not harm bacteria action of septic tanks

Item Number & Unit of Measure

HILO010704
32 fl oz Bottle

Item Number
Unit of Measure

Specifications
Color Green
Appearance Green Liquid
Fragrance Floral
Formula Type Liquid
Dilution Ratio RTU
PH N/A
Non-Volatile Matter N/A

® Hillyard, Inc.

Subject to Change Without Notice

Safety

See safety datasheet (if applicable) and product label for
safety information, handling and proper use.

Directions for Use

1. Remove water from bowl by forcing over trap with
applicator. 2. Remove excess water from applicator by
pressing it against side of bowl. 3. Pour 1 oz. of Toilet
Bowl Cleaner on applicator. 4. Clean entire unit,
especially under rim at water outlets. Allow to remain 10
minutes. 5. Flush and rinse out applicator. A preliminary
cleaning is necessary for the removal of gross filth. Do
not use on sinks, bathtubs, or other porcelain enameled
surfaces. Use of this Toilet Bowl Cleaner on other than
vitreous ware is done at users risk.
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