
40 Lumen LED
with low light sensor

BUILT-IN
WORK LIGHT

OPTIONAL
BELT HOOK

VARIABLE
SPEED TRIGGER

 Can be attached
to either side

BATTERY LEVEL
INDICATOR
Easily check the
battery’s status

DIRECTIONAL SWITCH/
TRIGGER LOCK

Forward, reverse or lock trigger

Powerful, 20V, delivers
up to 708 in. lb. torque

BRUSHLESS
MOTOR

SINGLE-SLEEVE
KEYLESS METAL CHUCK

Optimizes grip strength
and reduces slippage

20V BATTERY
2.0Ah, Li-Ion 
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20V LI-ION BRUSHLESS 
1/2" HAMMER DRILL

 ⚫ Powerful BL4820 brushless motor delivers 708 in./
lb. (80 Nm) of torque for the toughest jobs and 
outstanding runtime

 ⚫ 1/2 in. Single-sleeve keyless metal chuck optimizes 
grip strength and reduces slippage

 ⚫ 2-speed all-metal transmission lets you choose 
between 0-450 RPM for high-torque driving or 
0-2000 RPM for high-speed drilling depending on the 
application

 ⚫ 21+2 Ratcheting clutch can adjust the driving torque 
to avoid stripping/breaking fasteners or use the 
drilling/impact modes to apply maximum torque

 ⚫ Impact/Hammer drill mode delivers up to 30,000 IPM 
for fast drilling into brick, block, or concrete with the 
use of masonry drill bits

 ⚫ Built-in 40-lumen LED work light, with sensor, 
automatically turns on in low-light environments

 ⚫ 20V 2.0 Ah Lithium-Ion battery, with power level 
indicator, and 1-hour quick charger, gets you get back 
up and running quickly

 ⚫ Optional belt hook can be attached to either the right 
or left side of the tool

 ⚫ Blow mold storage case fits the entire kit and has 
room for an extra battery

 ⚫ Drill measurements: 7.5 L x 7.5 L x 2.6 in. D (19 x 19 x 
6.6 cm), Weight: 2.7 lb. (1.2 kg)

 ⚫ CE, cETLus listed charger- 3159543
 ⚫ Accessories: W7723 - 20v/2Ah battery, W7724 - 
20v/4Ah battery, and W7725 - 20V Replacement quick 
charger


