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I. Product Description 
  

Super Concentrated CRC Fuel Stabiliser keeps stored petrol fresh for easy starting next season 
and optimum performance year-round.  Great for boats, cars, motorcycles, chainsaws, 
lawnmowers, farm and garden equipment and more! 
 
Safe for all 2 and 4 stroke engine fuel tanks and storage containers.  Preserves fuel up to 1 
year.  Prevents gum and resin build-up.  Protects internal engine components and fuel system 
from corrosion.  No messy draining of fuel or fire hazard. 
 
 

II. Features & Benefits 
 

 Preserves petrol stability 
 Prevents gum & resin build-up 
 Protects internal engine components and fuel system from corrosion 
 No messy draining of fuel or fire hazard 
 Quick and easy 
 Treats up to 200 litres of petrol 
 Made in NZ 

 

III. Application and Directions 
 
 Read entire label before using this product. 
 Add one cap full of CRC Fuel Stabiliser for every 5 litres of petrol. 
 Run engine for 5-10 minutes to allow treated fuel to run through fuel system and engine. 
 Add to petrol only. 
 

 
IV. Typical Properties and Characteristics 
 
Physical Properties: 
 
Flashpoint >60⁰C 
 
 

V. Package Description 
  
Part Number  Size 
2815   350ml Bottle 
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VI. Special Precautions 
 
General: 
Flammable liquid and vapour. Keep away from heat, sparks, open flames, hot surfaces. No 
smoking. Keep container tightly closed. Avoid breathing dust, fume, gas, mist, vapours, spray. 
Use only outdoors or in a well-ventilated area. Store in a well-ventilated area. Keep container 
tightly closed. Dispose of empty containers safely. All unused product should be disposed of in 
conformance with local and HSNO regulations, do not contaminate water supply. 
First Aid: 
Swallowed – Do not induce vomiting. Give water to rinse out mouth, then provide liquid slowly 
and as much as casualty can comfortably drink. Seek medical advice. Avoid giving milk or oils.  
Avoid giving alcohol.  
Skin – Immediately remove all contaminated clothing, including footwear. Flush skin and hair 
with running water (and soap if available). Seek medical attention in event of irritation.  
Eyes – Wash out immediately with fresh running water. Ensure complete irrigation of the eye by 
keeping eyelids apart and away from eye and moving the eyelids by occasionally lifting the 
upper and lower lids. Seek medical attention without delay; if pain persists or recurs seek 
medical attention.  
Inhalation – Remove from contaminated area. Lay patient down. Keep warm and rested.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Refer to Material Safety Data Sheet for more details. 
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PRODUCT WARRANTY: CRC offers a conditional warranty of this product for the period of 2 years from the date of 
manufacture. 
 
 

DISCLAIMER: All information on this data sheet is based on testing by CRC Industries NZ. All products should be 
tested for suitability on a particular application prior to actual use. CRC Industries makes no representations or 
warranties of any kind concerning this data. 


