
PARTS LIST

TOOLS REQUIRED

ASSEMBLY INSTRUCTIONS

• 17 mm Wrench or Socket

NOTE: Remove all parts from the box and 
arrange by like items. 

1. Position uprights (#1) so that the end that
has the brakets flush with the tube is at the
bottom.

2. Assemble one of the ends by connecting 2
uprights (#1) with 1 lower end rail (#2).

3. Repeat this procedure for the other end.
4. Connect the ends with the lower side rail

(#3) Position rails so the welded bracket is
facing in.

5. Install the end grids (#4) between the upper
ends of Uprights (#1).

6. Install the side grids (#5)  between the
upper ends of uprights (#1).

7. Install the two remaining braces (#6)
connecting the 2 lower side rails (#3) and
the 2 side grids.

8. Turn the assembled unit upside down.
9. Install the wheels in the uprights, Tighten

nut with a 17 mm wrench until the wheels
are secured properly

10. Place the unit right side up and install the
merchandise support grid (#8).

11. Attach signs (#9).

No. Description Qty.
1 Uprights 4
2 Lower End Rails 2
3 Lower Side Rails 2
4 End Grids 2
5 Side Grids 2
6 Braces 2
7 Wheels 4
8 Merchandise Support Grid 1
9 Signs 2

Tool Table
Stock Number 2010

For your saFety,
please read these instructions carefully and retain them for future use.
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