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I. Product Description 
  

CRC Liquid Armour restores and protects a number of surfaces including vinyl, wood, plastic, 
rubber, fibreglass, chrome, dashboards and wood. It forms a long lasting, non-greasy protective 
barrier on and under the surface, guarding against cracking, dulling, fading and UV damage.  
 
Materials treated with CRC Liquid Armour repel water, receive long lasting protection and 
sheen, regain lustre, life and colour.  The anti-static formulation repels dust & dirt, while leaving 
a fresh leather scent. 
 
CRC Liquid Armour should be sprayed onto a dry, clean cloth or similar, and not directly onto 
plastic surfaces.  Not suitable for floors, stairs, fabric, two wheel vehicles, on vehicle 
pedals/grips/steering wheels and other surfaces where slipperiness may be unsafe.   
 
 

II. Features & Benefits 
 
• Protects and restores a number of surfaces. 

• Long-lasting, non-greasy protection and sheen – Repels water, guards against cracking, 
dulling, fading and UV damage. 

• Surfaces become anti-static – Repelling dust and dirt. 

• Non-toxic, non-flammable, pleasant fragrance 

• Use on vinyl, leather, rubber, plastic, fiberglass, chrome, dashboards and wood 

• UV protection 
 
 

III. Application and Directions 
 

• Thoroughly clean surface to be treated. 

• Spray CRC Liquid Armour onto a dry cloth and spread evenly over surface. 

• Treat twice for best results and then repeat as often as necessary. 

• CRC Liquid Armour should be sprayed onto a dry, clean cloth or similar, and not directly 
onto plastic surfaces. 

• Not suitable for floors, stairs, fabric, two wheel vehicles, on vehicle pedals/grips/steering 
wheels and other surfaces where slipperiness may be unsafe.   

 

 
IV. Typical Properties and Characteristics 
 
Physical Properties: 
 

Flash Point None 
Boiling Point 100⁰C (Initial) 

Odour Fragranced 
Appearance Milky liquid 
 
 

V. Package Description 
  
Part Number  Size 
5022   500ml Trigger 
5023   250ml Spray Bottle 
5024   4L Pail 
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VI. Special Precautions 
 
First Aid: 
 
If Swallowed – Immediately give a large glass of water. First aid no normally required 
If in Eyes – Immediately hold the eyelids apart and flush the eye continuously for at least 15 
minutes with fresh running water. Ensure complete irrigation of the eye by keeping eyelids apart 
and away from eye and moving the eyelids by occasionally lifting the upper and lower lids. 
Transport to hospital or doctor if pain persists. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Refer to Material Safety Data Sheet for more details. 
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PRODUCT WARRANTY: CRC offers a conditional warranty of this product for the period of 2 years from the date of 
manufacture. 
 
 

DISCLAIMER: All information on this data sheet is based on testing by CRC Industries NZ. All products should be 
tested for suitability on a particular application prior to actual use. CRC Industries makes no representations or 
warranties of any kind concerning this data. 


