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The DSEv3 Selectable Surface Mount Downlight offers a slimline 
profile in both round and square apertures with CCT selectability. 
The edge-lit technology uses a reflective light guide panel that 
disperses light through a diffused lens, making it a practical 
and economical solution with high performance. Available in a 
variety of diameters, the DSEv3 brings a flexible option with clean 
aesthetic and excellent performance to any area of the home.

SURFACE MOUNT LED DOWNLIGHT

DSE SELECT

Ordering Information - Round Trim Ex. DSE83120SRDWH

Series Size Version Voltage CCTs Trim Shape Trim Color

DSE

5 (5 inch)

3 120 S (2700/3000/3500/4000/5000K) RD (Round) WH (White)8 (8 inch)

9 (9 inch)

WET LOCATION
RATED

5 YEAR
WARRANTY

Can be used to comply with
2019 Title 24 Part 6

T24
High Efficacy LED Light 
Source Requirements

JA8-2019

Ordering Information - Square Trim Ex. DSE63120SSQWH

Series Size Version Voltage CCTs Trim Shape Trim Color

DSE

4 (4 inch)

3 120 S (2700/3000/3500/4000/5000K) SQ (Square) WH (White)6 (6 inch)

9 (9 inch)

Beam Angle
116°

116°

CRI 90+
R9 >50

Lifetime
>54000 Hours

Lumens
610 - 1200+


