
RECESSED HOUSING
F i x t u r e s  a r e  c l a s s i f i e d  f o r  i n s u l a t e d  c e i l i n g s - t y p e  l C  a n d  t y p e

T - a n d  f o r  s u s p e n d e d  c e i l i n g s - t y p e  S . T O  i n s u r e s a f e a n d

r e l i a b l e  o p e r a t i o n s  , m a k e  s u r e  t h e  f i x t u r e  c o r r e s p o n d s  t o  t h e

c a r e f u l l y  b e f o r e  b e  g i n  n i n  g  i n s t a l l a t i o n

I n  g e n e r a l  t h e s e  i n s t r u c t i o n s  a p p l y  t o  " r o u n d '
h o u s l n g s . l n  m o s t  c a s e s  d r a w i n g s  o f  . r o u n d "  h o u s i n g s
h a v e  b e e n  u s e d  t o  i l l u s t r a t e  i n s t a l l a t l o n  p r o c e d u r e s .

B e f o r e  a t t e m p l i n g  i n s t a l l a t i o n  o f  a n y  r e c e s s e d  l i g h t i n g  f i x t u r e

c h e c k  y o u r  l o c a l  e l e c t r i c a l  c o d e .  T h i s  c o d e  s e t s  t h e  w i r i n g

s t a n d a r d s  f o r  y o u r  l o c a l i t y  a n d  s h o u l d  b e  c a r e f u l l y  s t u d i e d
b e f o r  s t a r t i n g  w o r k

I N S U L A T E D  C E I L I N G S

rc
Type

T
Type

Thermal Protected
Thermd plobcted fixtrre is designed for installdion
wlerewill not corne in dircctcontaclwith insulation.
Thennd insulation must be kept 3" away from housing
indudes a thenrd proteclor that deaclivates the unit if
an inconect hnp is used of if insulation is too doseto
thefistuE.
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Type

S U S P E N D E D  C E I L I N G S

Suspended Geil ing
Fixturecan be installed in susperded ceilirps
that are not DermaEnt or insulabd.

Insulated Ceil ing
The insulated cei l ing or  l .C.approved
recessed fixture is one that can be Installed
in d i rect  contact  wi th insulat ion

WARI{INC'RISK 0F FIRE. MOST D\ /ELLINGS BUILT BEFORE 1985 HAVE SUPPLY WIRE RATED
@NSULT A QUALIFIED ELECTRICIAN BEFORE INSTALLING.
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1.BAR HANGERS
Insert  bar hangers into the s lots on
the plaster  f rame (drawingl) .
Posi t ion bar hangers so that  nai l  in
tabs point  away i rom housing or
point  down to cei l ing.

3. ELECTRICAL
CONNECTION
Junct ion box contains two wires.  A
Black (hot+)and a whi te(neutra i r .
Which must be sol iced to the
house current feed wires.  Make
sure to spl ice whi te to whi te and
colored or black to black. Afte
spl ic ing has been completed,  tuck
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2. FASTENING FIXTURE TO CEILING
JoisFtype cei l ing-extend bar hangers to f i t  between jo ists.
Posi i ion f ix turetemporar i ly  by hammering "nai l - in"  tabs into jo ists
(drawin92). then secure permanent ly wi th nai ls .  Hangers should
be level  wi th bot tom of  jo ists.

Suspended (T-bar)  cei l ings-extend bar hangersl"  past  T-bars.
then rest fixture.on T-bars. Secure fixture to T-bars with wire

spl ices careful ly  into junct ion box and replace cover(drawing 4)

Grounding
For Romex or 3 wire BX. Fiexib le Armour cable insta l lat ions.at tach
supply ground lead(green)to bare copper ground lead or  ground
screw in wir ing box mounted on plaster  f rame.
Local  e lectr ical  codes should be consul ted to determine acceotable
instal lat ion-condui t  Romex, or  f lex ib le Armour cable.

4. CUTTING A HOLE
Locate the center of proposed opening on your t i le or cei l ing
material and mark it.
Rounds:  Use a  comoass to  d rawa c i rc le  a round
the center point. Cut along this circular l ine(drawing5).
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1). Cut l1sls'. !! i  (4"Housing),3%'(3"Housing),3%(3.5"Housing) 
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2). Open Junction box and connect the wires including the gro 
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3) .  Pass the f ix ture through the hole and posi t ion according 'y .  , , \  |  \  /  
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4). Push fastening clips through the slots provided. N ,,/ 
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5) .  Fasten by t ightening the c l ip .  \$ /


