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Issued to: 3M COMPANY 3M FIRE PROTECTION PRODUCTS 

3M CENTER 
ST PAUL, MN 55144 

  

This is to certify that

representative samples of

 Fill, Void or Cavity Materials 

 
  

 Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

  

Standard(s) for Safety: ANSI/UL 1479, "Fire Tests of Through-Penetration 
Firestops," – Edition 3 – Revision Date 2012/10/29 

Additional Information: See the UL Online Certifications Directory at 
www.ul.com/database for additional information 

 
 

Only those products bearing the UL Classification Mark should be considered as being covered by 
UL’s Classification and Follow-Up Service. 
 

The UL Classification Mark includes: UL in a circle: with the word “CLASSIFIED”  (as shown); a control 
number (may be alphanumeric) assigned by UL; a statement to indicate the extent of UL’s evaluation of 
the product; and the product category name (product identity) as indicated in the appropriate UL 
Directory. 
 
Look for the UL Classification Mark on the product. 

 

3M Fire Barrier Rated Foam, FIP 1-Step for use in Through-Penetration Firestop System Nos.  
C-AJ-0140, C-AJ-1628, C-AJ-1629, C-AJ-3321, C-AJ-4098, C-AJ-5347, C-AJ-8217, W-J-1231,  
W-J-1232, W-J-4073, W-L-1478, W-L-1479, W-L-4082.  


