CA42 DIRECT VENT GAS FIREPLACE
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Specifications
Actual Framing | Actual Framing | Actual Framing
CA36NTE
CA3BPTE 30,000 |4113/16| 431/4 | 457/16 | 47 5/8 18 7/8 19 25115/16 x 34 3/4
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* Finishing flange (the finishing flange defines the perimeter of the fireplace opening. Framing or finishing materials must NEVER encroach inside the finishing flange).

Appliance Location

Combustible Mantel Clearances

51 1/4” — *Mantel depth
SlDE WALL < (130.2cm) —* :: T must be
= appropriately
] | 10 TT sized if placing
(30.5¢cm) LM any valuable
J K items above the
fireplace / mantel
J (see installation
43 1/4” manual).
@ J (109.8cm) TOPOF A
FIREPLACE
N OPENING
%;%,,
L e%/ 36 1/16”
(91.5cm)
(481.gcm) Do not put objects in front of the appliance

(minimum distance of 4 feet)*
)

MANTEL DIMENSIONS

Ref Height Depth*
J 10" (254mm) 2" (51mm)
K 12" (305mm) 4" (102mm)
L 14" (366mm) 6" (152mm)
M 16" (406mm) 8" (203mm)

Mantel clearances may be reduced ONLY if the

Universal Management System is installed (see
installation manual).
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Product information provided is not complete and is subject to change without notice. Please consult the installation manual for
the most up to date installation information.

Wall Penetration

Combustible Non-combustible

1" [26mm] minimum all sides for vertical venting sections. \
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3 such as brick and stone.
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* Allow for finished floor and hearth thickness when setting these dimensions.
** 2" x 4” frame can be “backed” with 3/4” ply to support TV mounting hardware.
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FOYER A GAZ VENTILE DIRECTE CA42

Spécifications

Actual Framing | Actual Framing | Actual Framing

CA36NTE
CA36PTE 30000 |4113/16| 431/4 | 457/16 47 5/8 18 7/8 19 25115/16 x 34 3/4
Dimensions
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* La bride de finition (la bride de finition définit le périmétre de I'ouverture de I'appareil. Les matériaux d’ossature ou de finition NE JAMAIS empiété a I'intérieur de la bride de finition).

Dégagements Combustible de la Tablette

Emplacement de I'’Appareil

. 51 1/4” — *La profondeur
MUR LATERALE ~—— (130.2cm) —> = de la tablette doit
= toujours étre apprété
Q adéquatement si des
| 12” T M objets précieux seront
5cm montés au-dessus
(30 50 ) K L de la tablette ou du
J foyer (voir la section «
dégagements autour de
I’appareil (téléviseur ou
@ 431/4” des objets précieux »).
DESSUS DE
* (1 09'8cm) L'OUVERTURE
DE L'APPAREIL
3 36 1/16”
(91.5¢cm)
le— —
19” Ne placez pas de I'objets en avant de I'appareil
(48.2cm) (distance minimum de 4 pieds) *
4
: DIMENSIONS DE LA TABLETTE
: Réf Hauteur Profondeur*
4 J 10" (254mm) 2" (561mm)
i K 12" (305mm) 4" (102mm)
. L 14" (366mm) 6" (152mm)
M 16" (406mm) 8" (203mm)

Les dégagements de la tablette peuvent étre
réduites SEULEMENT si la systéme de gestion
de chaleur universelle est installée (voir le
manuel d’installation).
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Linformation du produit fourni n’est pas complet et est sujet de changer sans préavis. Consultez le manuel d’installation pour
information d'installation actuel.
Pénétration du Mur

Combustible Non-combustible

LIl HM\*:

1" [25mm] minimum all sides for vertical venting sections. \

Brick

0” [0mm] if non-combustible
finishing material is used
such as brick and stone.
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min. for typical application L H , . o
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for recess application
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* Tenez compte de I'épaisseur du plancher et du foyer lorsque vous définissez ces dimensions.
** Le cadre de 2 "x 4” peut étre « renforcé » avec une piece contreplaqué d’un épaisseur de 3/4po pour supporter le matériel de montage du téléviseur.
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