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SPEC SHEET

Ram Board is a heavy-duty, temporary floor protection
engineered for contractors. Designed with cost and efficiency
in mind, it lays out fast and is re-usable. Custom printing is
also available!

Available sizes:

38" x 50' (1m x 15.25m)

22 lbs per roll

38" x 100' (1m x 30.5m)

44 lbs per roll

Ram Board® 

FEATURES:
• Heavy-Duty temporary floor protection
• Exclusive Wall Guard® feature to protect baseboards and trim
• Exclusive Vapor-Cure® technology allows floors to continue   
 curing while covered
• Flex-Fiber® technology provides impact protection
• Spill Guard® technology protects against liquids
• Lays out fast
• Non-staining
• Proudly made in the U.S.A.
• Recyclable
• Reusable
• FSC Certified

FURTHER TECHNICAL INFORMATION: 
• Store in a cool, dry, and well-ventilated place away from open  
 flame and other sources of ignition
• Handle in accordance with good industrial hygiene and 
 safety practice
• Use print side up
• Avoid generating dust, and do not breathe dust
• Keep away from heat, sparks, open flames, and hot surfaces,  
 and take precautionary measures against static discharges
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TYPICAL PROPERTIES:
Property Value Test Method

Basis weight 139 lbs/msf TAPPI T410

Thickness/Caliper 42 mil TAPPI T411

Water Absorbency Top  40 g/m2 2 min Cobb/   

  TAPPI T441

Water Absorbency Bottom  40 g/m2 2 min Cobb/

  TAPPI T441


