





























STEP 4 ‘ INSTALL THE RETAINING SEAT

eThe following picture shows the installation method.
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Select the smooth and even position of the remote control retaining seat. Tear off one
side of the double-sided adhesive tape and stick it on the back of the retaining seat. Tear
off the other side of the double-sided adhesive tape and stick it on the wall.

Note: Clean installation position before pasting. Uniform force is applied when sticking

adhesive tape. Use after 15 minutes of fixation.

BATTERY INSTALLATION OF REMOTE
STEP S CONTROL

Install two new AAA batteries (notincluded) to the remote control.

The battery box is on the back of the remote controller. Push the lid down to open the

battery box and install.

Note:

eClean the battery and battery box contact before installing the battery.

elf the battery is dead or the product is not used for along time, please remove the battery.

eDon't mix old and new batteries.

eDo not mix alkaline, standard (carbon zinc) or rechargeable (nickel cadmium, nickel
manganese) batteries.

eDon't throw used batteries into the garbage can, please throw them into your local

battery collection center.
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GUIDELINES FOR FIRST USE

0 Open supply stop and check if any leaking.

9 Make sure the plug is plugged into the socket and the light on.
Press "TEST" button: The light of the plug should be off.
Press "RESET" button: The light of the plug should be on.
Don'tuse if "TEST & RESET" fails.

@When the toiletis powered on, the nozzle extends and reverts, then water will flow out
to flush the nozzle and the night light flashed.It beeps during the initialization.
Initialization will complete in 25 sec.

9 If the toilet doesn't work after powered on, press the control dial on the side to start the
toilet.

@ After the user sits on the seat, a small amount of water will flow out to pre-wet the inner
surface of the ceramic body.

@ Your ENVO smart toilet has dual-flush function. Full-flush is for solid waste. Reduced-
flush is for liquid waste mainly.Full-flush function can be activated by remote control
and control dial.Reduced-flush can be activated by control dial and foot sense.(See
PG.9,PG.10,PG.11 for detail instructions)

NOTE: When the night light is off, it will blink a few times after the user leaves the
seat for 15 seconds.

THE TOILET’S FEATURES WILL NOT
WORK UNLESS YOU’RE SITTING
ON THE SEAT!
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REMOTE CONTROL MATCHING

Using two or more ENVO Smart Toilets in the same house may cause mutual interference.

You need to matching for the remote control by the following steps.

1. Press the "TEST" key of the plug to close all smart toilets.

2.Pressthe === and N/ key of the remote control atthe same time until the lights
= == == == == continuesto flash.

3. Press the "Reset" key on one plug within 5 seconds to start one of the smart toilets.

4. When the lights == == == == == stop flashing, the matchis completed.

5. If the match is successful. You should be able to use the matching remote control to
control the matching toilet.

Note: If the remote control can't match within 10 seconds, the lights == == == == == onthe

remote control will stop flashing.

OPERATION INSTRUCTIONS OF
CONTROL DIAL

1. When the power supply is connected, the

smart toilet will be in initialization. The user
should wait until the light of the control dial

stop flashing before using it.

5. When the user is sitting on the toilet seat,

turn the control dial backward to start rear
washing. The rinsing will last for 1 minute
(the control dial light is blue) and then warm

2. When the userisn't sitting on the toilet seat, air drying for 2 minutes (the control dial

the auto cleaning function will not work. lightis red). If turning the control dial
3. Press the Nﬁ" key of the remote control,
then press + or === to setthe warm air

temperature when the control dial is operated, 6. Pressing the control dial during front/rear

backward during washing,the washing will
stop and warm air will blow out for drying.

and press .‘.l to preset the water washing or warm air blowing will stop the

temperature when the control dial is operated. toilet from working and enter the standby

4 When the user is sitting on the toilet seat, turn mode. The control dial light is light pink.
the control dial forward to start front washing. 7. In standby mode, press the control dial to

flush, and the control dial lightis light red.

The rinsing will last for 1 minute (the control
dial lightis pink) and then warm air drying for 8. Pressing the control dial twice in a row will

2 minutes (the control dial lightisred ). If start reduced flush.

turning the control dial forward during washing, 9. Pressing the control dial for 3 seconds to
turn off the toilet.

the washing will stop and warm air will blow

out for drying.
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REMOTE CONTROL KEY DESCRIPTION

A ®m = v ol ¥

Front wash Stop Weak/Child wash Back/One solution Seattemp Nozzle clean

Rear wash Dryer Strong/Lady care  Front/Strong wash Water temp Deodorizer

Deodorizer

-
- e s e . == Night light
mm  Power save
-_—

Auto flush

Power save/Off Nightlight  Flush/Auto flush

Lady care

Child wash

PG.10

This function only works when the user is sitting on the toilet seat. Press this
key to extend the nozzle and rinse the buttocks. Press the key again to start
swinging cleaning.The firstlighton the leftof mm == == == == flashes. Press
the key for the third time to switch back to rear washing. The rinsing stopped
after 2 minutes.

This function only works when the user is sitting on the toilet seat. Press this
key to extend the nozzle and rinse the front position. Press the key again to
start swinging cleaning.The firstlight on the left Of = == == == == flashes.
Press the key for the third time to switch back to bidet washing. The rinsing
stopped after 2 minutes.

This function only works when the user is sitting on the toilet seat. Press this key
to start warm air drying. Press the key again, the air outlet moves back and forth
to achieve the best drying effect. The drying stops after 4 minutes.

Press this key will stop cleaning or drying before the automatic stopping.

Press this key to provide 4 cleaning pressure selection during flushing and 4
drying temperature selection during drying.

Press this key during rinsing or drying to provide 5 cleaning or drying position

choices.

Note: When the swinging cleaning or drying function is on, the nozzle position
cannot be adjusted.

This function only works when the user is sitting on the toilet seat. In standby mode,

press this key to extend the nozzle and wash. The water temperature is 102.2°F
(39°C). The water pressure is setto level 2. The cleaning position can be adjusted,
and the temperature and water pressure cannot be adjusted. Cleaning will stop

within 2 minutes or stop by pressing the "Stop" key before the end of the countdown.

This function only works when the user is sitting on the toilet seat. In standby mode,

press this key to extend the nozzle and wash. The water temperature is 96.8°F
(36°C). The water pressure is set to level 1. Cleaning position, temperature and

water pressure cannot be adjusted. Cleaning will stop within 30 seconds or stop by

pressing the "Stop" key before the end of the countdown.




This function only works when the user is sitting on the toilet seat. In standby mode,
A press this key to extend the nozzle and wash. The water pressure is set to the
maximum value. The cleaning position and the temperature can be adjusted.
Cleaning will stop within 2 minutes or stop by pressing the "Stop" key before the
end of the countdown.

Strong wash

This function only works when the user is sitting on the toilet seat. In standby mode,
press this key to start. Cleaning sequence: rear washing for 40 seconds-swing

socl)urlcieon cleaning for 20 seconds- warm air drying for 2 minutes-stop. Or press the Stop key
to terminate before the end of the countdown.

¢ Pressing this key will set 4 water temperature for the cleaning. 4 settings:
[ 1) off (normal temperature)/low/medium/high. The more lights == == == == == on,
Water temp the higher the tempreture.

l Pressing this key will set the 4 temperature for the seat heating. 4 settings:
U off (normal temperature)/low/medium/high. The more lights == == == == == oOn,
Seattemp the higher the tempreture.

Press this key to start deodorization. The deodorization light on the remote
control lights up. Press again to close.
$ Note: Deodorization stops working when the hot air drying is on, it starts again
Deodorizer when hot drying is off. Deodorization will continue to work for 1.5 minutes
after the user leaves the seat.

This function only works when the user leaves the toilet seat. Press this key,
the nozzle extends out, its surface is washed by water automatically.
% You can use a brush to clean the nozzle. Press the "Stop" key to retract the nozzle.
Nozzle Note: Before starting bidet washing or rear washing, the nozzle extends out
clean . . .
and its surface is washed by water automatically.

After pressing this key or the user leaves the seat for 1.5 min, the toilet will enter
Power save the power saving mode. Press for 3 seconds to shut down the toilet. In the power
/Off saving mode, the power saving light of the remote controller on.
L TNote: The seat temperature is maintained at 77°F(25°C) in power saving mode.
All settings will be saved automatically.

Night light Press this key to turn on or off the light. The "Night light" light on the remote control
[ Twillturn on or off synchronously.

Press this key to flush the toilet once. Press for 3 seconds to start automatic
flushing. The automatic flushing light on the remote control on. Rinse automatically
Flush; 9O seconds afterleaving the seat. Press the key again for 3 seconds to turn off the

Auto Flush automatic flushing function.

[ 1Note: Inthe automatic flushing mode, when the user sits on the seat and flushes
the toilet by pressing the control dial or this key of the remote control, the
toilet will not flush again after the user leaves the seat.
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FOOT SENSORY FLUSHING FUNCTION
Operating Instructions:

The foot streaks across the "Foot Sensor" at the
bottom to start the flushing function. \) S
Note: This function does not work when the user

is sitting on the toilet seat. The toiletis flushed in

Foot Sensor
areduced flushing mode.

BUZZER FUNCTION DESCRIPTION

Buzz once: seated, all functions available.
Three or more rings: product failure.

Note: The buzzer only rings when operating the remote control, side control dial or

initialization.

CLEANING & MAINTENANCE

CLEANING OF TOILET BOWL

Unplug the toilet.
Wipe the outer surface of the toilet with a wet cloth.

Note: Dirt should be treated as soon as possible.

NOZZLE CLEANING AND MAINTENANCE

Press the "Nozzle Cleaning" key, the nozzle will protrude and start flushing. You can use
a brush to clean.

Note: Do not use a steel brush for cleaning.
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CLEAN THE FILTER SCREEN

When the water pressure is too low to operate the toilet normally, please clean the filter
screen.

STEP1 | CLOSE THE SUPPLY STOP

STEP2 | REMOVE THE FILTER SCREEN

Unscrew the screen cover with a screwdriver

and remove the screen as follows.

STEP 3 | CLEAN THE FILTER SCREEN

Note: Do not use any detergent. Clean with fresh
water only.

Do not squeeze the filter screen during cleaning
to avoid deformation of the filter screen.

STEP 4 | REINSTALL THE FILTER SCREEN AND OPEN THE SUPPLY STOP

Reinstall the filter screen in the order of which it was removed.
Note: After opening the supply stop, check if any leakage of all parts.

/I\ WARNING

eANZZI| is not responsible for any damage caused by the use of detergents containing
chlorine (calcium hypochlorite).
eAlways unplug before cleaning.

/I\ ATTENTION

eAlways TEST your detergentin aninconspicuous area before applying it to the entire
product surface.

eWipe and rinse the surface with water immediately after applying detergent. Rinse and
dry the excessive spraying on surfaces.

eDo not soak the surface with detergent.

eUse a soft, wet sponge or cloth. Do not clean the surface with abrasive materials, such
as brushes or scouring pads.
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LONG-TERM PRESERVATION

When you leave for a long time and not using this toilet, such as on business or travel:

1. Close the supply stop. Press the control dial to drain out the cavity.

2. Unplug the smart toilet and take out the backup battery.

PRODUCT SPECIFICATIONS

Ambient temp range

39.2°F-104°F(4°C-40°C)

Inlet water temp range

41°F-95°F(5°C-35°C)

Rated voltage

AC120V 50-60Hz

Rated power

1200W(Inlet water temp:59°F+32.9°F(15°C£0.5°C))

Power cord length

33.4"(0.85m)

Water pressure range

20PSI(138kPa)(dynamic)-80PSI(552kPa)(static)

Water pressure

Adjustable in 4 pressures

adjustment
Water temp adjustment | 4 levels
Cleansing Temp sensor control system. Dry burning-resistant
device Safety device protection device. over temp protection system,
water and electricity isolation system
Rear wash Adjustable pressure
Front wash Adjustable pressure
Strong wash 1 pressure
Seat heating Seat temp control 4 Levels
device Seat protective system | Temperature sensing control system/ fuse
Warm air Warm air temperature | 4 Levels
dryer Safety device Temperature reset switch/fuse
Deodorizer Catalyst deodorant box

Remote control

YES
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THE TOILET’S FEATURES WILL NOT
WORK UNLESS YOU’RE SITTING
ON THE SEAT!

TROUBLE SHOOTING

SYMPTOMS POSSIBLE CAUSES RECOMMENDED ACTIONS
;‘U:Iey %Igr?nael?égé socketaren't Plug the plug into the socket.
No power

The GFCI of plug or socket is
triggered and needs to be reset.

Reset GFCI.

No water flows out
during flushing or
small water flow

Low water supply pipe pressure.

Pressurize with a water pump.

The inlet filter screen is blocked.

Clean the filter screen according to
the instructions.See PG.13

The inlet pipe connecting the
supply stop to the toilet is kinked.

Adjust hose.

The water is cut off.

Waitting for the restortion of water
supply.

Supply stop closed.

Open the supply stop.

Outlet water from
nozzle is abnormal

Product is abnormal.

Unplug the plug for 1 minute and
reconnect it.

Seatisn’twarm

Incorrect seat temperature setting
or product in power saving mode.

Adjust to the desired temperature.

Nozzle dripping

Solenoid valve failure.

Please contact a professional for
repair.

Cleaning function
cannot be used
normally

Solenoid valve failure.

Please contact a professional for
repair.

Drying air is not
warm

Drying temperature off.

Try adjusting with the remote
control.

Drying heater is damaged.

Please contact a professional for
repair.

Loose seat and
cover plate

Screw looseness.

Tighten the screws.

There is no response
when the key of the
remote control is
pressed

The remote controller batteries
are drained.

Replace the batteries according to
the guidelines.

Dysfunction.

Re-match the remote control. If the
problem persists, please call ENVO
and replace the remote control.

Water leakage

Loose joints or broken parts.

Confirm the cause and deal with it.

The toilet doesn't
flush properly

Malfunction of flushing valve.

Please contact a professional for
repair.

Can't the toilet
flush clean

Low water pressure or blockage.

Check the water output and remove
the blockage according to the
instruction PG.4
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