66882 PRODUCT SPECIFICATIONS JASCO

JascoPro~ Series USB LED JASCO |
Acrylic Cafe Lights with Solar I_P RO
Panel, 24'&., 24 Bulbs SERIES

Specifications

Length of fixture: 24’ Nominal wattage: 0.92
Voltage: 5 Hertz: 60 RGBW: 3000K white, 8 colors
Lifetime: 50,000 hours

Warranty: Limited-lifetime warranty

Design Features
+ 24 durable acrylic bulbs are impact-resistant and are designed to
withstand year-round exposure to the elements

- USB and Solar Power — Pair with the included USB Solar Panel or
with any standard USB-A port or adapter (not included)

- Attached controller to choose between 14 vibrant color modes:
Warm white (3000K), color fade, red, green, blue, yellow, purple,
pink, orange, turquoise, Christmas/Holiday, Red/White/Blue,
Rainbow and Twinkle

- Built-in 4 or 6 hour timer options

SMALLER BULBS
snturet and crtahie i - Flexible mounting options — Mount on a flat surface or hang from
above (some mounting hardware included, see page 2)

LIFETIME LED - UL listed, FCC certified

IMPACT RESISTANT

Additional Installation Information

- Hang your USB-Powered String Lights by utilizing the built-in
keyhole mounting tabs located above each bulb.

\ Y - Use nails, screws, hooks or guide wires to mount/hang the lights
Multiple . . :
: tl on: in your preferred indoor or outdoor location.
F -
s ht \:J,'J = - Power the lights using the USB connector via any standard USB
5.0V (500mA minimum) power source. These include in-wall
USB ports, standard USB power adaptors and mobile USB

power banks.
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POWER YOUR LIGHTS USING THE USB CONNECTOR
VIA ANY STANDARD USB-A 5.0V POWER SOURCE
(SOLD SEPARATELY)

—

OPERATE THE LIGHTS WITH THE
ATTACHED CONTROLLER BY
SELECTING ONE OF THE
FOLLOWING BUTTONS:

e POWER: Turns the lights ON/OFF

e 4HR: Internal timer deactivates lights
after four hours

USB Power Plug Power Bank Laptop

Solar Panel
(included)

6ft. e 6HR: Internal timer deactivates lights

after six hours
* MODE: Cycles through 14 color modes
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INCLUDED PARTS: M ()
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FLEXIBLE MOUTING
OPTIONS

Mount on a flat
surface or hang

from above

Mounting hardware
not included
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Screw (2) Anchor (2) Wing Nut (1) Zip Tie (2) Stake Long-Arm Base Short-Arm Base Solar Panel

Certifications & Compliances
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Compliances, specifications and availability are
subject to change without notice

Distributed by Jasco Products Company LLC
10 E. Memorial Rd., Oklahoma City, OK

Questions? Contact our U.S.-based Consumer Care at
1-800-654-8483 between 7AM-8PM, M-F, Central Time.
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