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Access
  80-lb Mini Electromagnetic Lock 
E-941SA-80Q  
When power is applied to an electromagnetic lock, it activates a 
built-in electromagnet that attracts a door-mounted steel armature 
plate, preventing the door from opening. When power is removed, 
the electromagnet releases the armature, allowing the door to open. 

Features  
 For spaces where small size is required, including cabinets, 

drawers, etc. 
 Miniature size, 23/4"x11/4"x3/4" (70x31x19 mm) 
 Low current draw 
 12~24 VDC operation 
 No residual magnetism 
 MOV surge protection 
 Complete mounting hardware for typical installations 
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Specifications 
Holding 
Force 

12VDC 80-lb. (36kg) 
24VDC 110-lb (51kg) 

Operating voltage 12~24 VDC ±10% 
Current 
draw  

12VDC 60mA 
24VDC 120mA 

Destructive attack level Level I 
Line security Level I 
Endurance level Level I 
Standby power Level I 
Operating temperature 14°~131° F (-10°~55° C) 

Dimensions Magnet 23/4"x11/4"x3/4" (70x31x19 mm) 
Armature 23/8"x11/4"x5/16" (60x31x8.2 mm) 

Weight 0.9-lb (410g) 

 

Conforms to
UL Std. 294
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Cerradura Electromagnética Mini de 80 libras 
E-941SA-80Q 
Cuando se aplica energía a una cerradura electromagnética, se 
activa un electroimán incorporado que atrae una placa de 
armadura de acero montada en la puerta, impidiendo que la 
puerta se abra. Cuando se quita la energía, el electroimán libera 
la armadura, permitiendo que la puerta se abra. 

Funciones 
 Para espacios donde se requiere un tamaño pequeño, incluidos 

gabinetes, cajones, etc. 
 Tamaño miniatura, 23/4"x11/4"x3/4" (70x31x19 mm) 
 Bajo consumo de corriente 
 Operación de 12~24 VDC 
 Sin magnetismo residual 
 Protección contra sobretensiones MOV 
 Hardware de montaje completo para instalaciones típicas 

Especificaciones 
Fuerza de 
retención 

12VDC 80-lb. (36kg) 
24VDC 110-lb (51kg) 

Voltaje de operación 12~24 VDC ±10% 
Voltaje de 
operación 

12VDC 60mA 
24VDC 120mA 

Nivel de ataque destructivo Nivel I 
Seguridad de línea Nivel I 
Nivel de resistencia Nivel I 
Energía en espera Nivel I 
Temperatura de operación 14°~131° F (-10°~55° C) 

Dimensiones Imán 23/4"x11/4"x3/4" (70x31x19 mm) 
Armadura 23/8"x11/4"x5/16" (60x31x8.2 mm) 

Peso 0.9-lb (410g) 
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