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SECTION A-A
SCALE 1:1
STATIC TORQUE RECOMMENDATION: 17-27 in-lbs
REQUIREMENT MAY VARY DEPENDING UPON CONTAINER MATERIAL,
NECK FINISH, AND CAPPING EQUIPMENT
REFERENCE DIMENSION TOLERANCE UNITS
E 1.658 [42.11] | +0.010[0.30] | in[mm]
T 1.752[44.50] | +0.010[0.30] | in[mm]
H .
Soted] 0.548[13.92] | REFERENCE | in[mm]
H .
INNER] 0.385[9.78] | +0.010[0.33] | in[mm]
oD 2.044[51.92] | 20.012[0.30] | in[mm]
OAH 0.698[17.73] +0.020[0.25] | in[mm]
PART WEIGHT 9.60 +1.5 g
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DISTRIBUTED BY: REF NO.:
DISCLAIMER )
This specification does not relieve the customer of their ultimate responsibility for the determination of the appropriate E) li kagine DWG_Q1689
S , ) , ) _ o peline Packaging
container. It is the customer's responsibility to select the appropriate packaging based upon all information at their disposal

including the specific application, regulatory compliance, product compatibility and shipping requirements. WE HEREBY
DISCLAIM AND EXCLUDE ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING WITHOUT LIMITATION THE IMPLIED WARRANTIES

OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.

DESCRIPTION:

45MM WHITE PP CHILD RESISTANT CAP TG/SPE.035
PLAIN LINER @1100 HEAT SEAL FOR PE, PICTORIAL
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SECTION B-B \\INNER
DETAILRIB
COPOLYMER POLYPROPYLENE SCALE 6 - 1
(75) EQUISPACED RIBS
DISTRIBUTED BY: REF NO.:
DISCLAIMER
This specification does not relieve the customer of their ultimate responsibility for the determination of the appropriate (E;)) . O DWG_Q1689
T . ) . ) . o peline Packaging
container. It is the customer's responsibility to select the appropriate packaging based upon all information at their disposal

including the specific application, regulatory compliance, product compatibility and shipping requirements. WE HEREBY DESCRIPTION:
DISCLAIM AND EXCLUDE ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING WITHOUT LIMITATION THE IMPLIED WaRRANTEES | 45SMM WHITE PP CHILD RESISTANT CAP TG/SPE.035

OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. PLAIN LINER @1100 HEAT SEAL FOR PE, PICTORIAL
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0.050 [1.27] MINIMUM FLAT
RECOMMENDED FOR
PROPER INDUCTION SEALING
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OPTIONAL construction: Bead

not required for child resistant
closure function
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DISCLAIMER
This specification does not relieve the customer of their ultimate responsibility for the determination of the appropriate

container. It is the customer's responsibility to select the appropriate packaging based upon all information at their disposal
including the specific application, regulatory compliance, product compatibility and shipping requirements. WE HEREBY
DISCLAIM AND EXCLUDE ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING WITHOUT LIMITATION THE IMPLIED WARRANTIES
OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.

SECTION C-C
REFERENCE DIMENSION TOLERANCE UNITS
E 1.631[41.43] | = 0.017[0.43] in [mm]
T 1.725 [43.82) + 0.017[0.43] in [mm]
S 0.046 [1.17] +0.015[0.38] | in [mm]
H 0.405 [10.29] MINIMUM in [mm]
H1 0.570 [14.48] MINIMUM in [mm]
B 1.820 [46.23] MAXIMUM in [mm]
TPI 6
PITCH 0.167 [4.24] in [mm]
DISTRIBUTED BY: REF NO.:
@ . | pwe-Q1689
ipeline Packaging

DESCRIPTION:

45MM WHITE PP CHILD RESISTANT CAP TG/SPE.035
PLAIN LINER @1100 HEAT SEAL FOR PE, PICTORIAL
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TECHNICAL DATA SHEET

Description:

Property Value

A fused induction seal to polyethylene
containers with a separating polyester faced,
polypropylene foam base liner.

SPECIFICATIONS

None
Odor Detected
None
Taste Detected
GTR Near Zero
MVTR Near Zero

Material

Available Web Width

Minimum Maximum Deviation
[in/mm] [in/mm] [in/mm]

” b1} +/_

1"/ 25.4mm | 40”/1016mm 1/16°/ 1.6mm

Construction

Thickness [in]

 Thickness [mm]

Co-extruded PP Foam
1. with PP skins 0.0300 0.762
2. Polyester 0.0005 0.013
3. Wax 0.0005 0.013
4, White Paper 0.0050 0.130
5. Aluminum Foll 0.0010 0.026
6. Polyester 0.0005 0.013
7. | Polyethylene Heat Seal 0.0015 0.039
Total Structure 0.037 +/- 0.003 0.94 +/-0.1

Code of Federal Requlations Compliance: Complies to the following CFR’s

21CFR177.1520
21CFR177.1210
21CFR178.2010
21CFR175.300

DMFE Status:

Olefin polymers.

Closures with sealing gaskets for food containers.
Antioxidants and or stabilizers for polymers.
Resinous and polymeric coatings.

The component materials are listed in DMF 2434 and/or 1378

DISCLAIMER
This specification does not relieve the customer of their ultimate responsibility for the determination of the appropriate

container. It is the customer's responsibility to select the appropriate packaging based upon all information at their disposal
including the specific application, regulatory compliance, product compatibility and shipping requirements. WE HEREBY
DISCLAIM AND EXCLUDE ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING WITHOUT LIMITATION THE IMPLIED WARRANTIES

OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.
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DESCRIPTION:
45MM WHITE PP CHILD RESISTANT CAP TG/SPE.035
PLAIN LINER @1100 HEAT SEAL FOR PE, PICTORIAL
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