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IP CAMERA SET UP & TESTING TOOL
INSTALL-TOOL

Specifications

Interface Description

4 x RJ45 10M/100M Base-TX EthernetNetwork Port 1 Support POE (IEEE802.3af)
OutputNetwork Port 4 Support PSE Voltage Test

Network

1 x PSE Voltage Test(PSE voltage detection Range: 1V~56V; IEEE 802.3af, IEEE
Voltage Test 802.3at, IEEE 802.3bt)
1 x DC voltage Test(DC voltage detection Range: 1V~56V)

Network Description

Wi-Fi 2.4G Wi-Fi (IEEE802.11b/g/n)

Structure / Environment Description

Battery Capacity 18650 lithium battery, 7500mAH

Power Input 1 x DC 5V/2A max, type-c

Power Output 1xDC 12 V/1 A output; 1 x DC 5 V/1 A output, type-A

General Description

LED Indicator System indicator, WiFi indicator, Battery indicator

Dimensions 130 X 85 X 33mm (5.1”7 X 3.3”7 X 13”7 )(LxW x H)

Working Environment -20 °C ~ 60 °C (-4 °F ~ 140 °F), Humidity: <95% RH (non-condensing)

Reset Button Support
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Warranty
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UT Reset Charge DCIZVIN

All lllumivue products come with a 3-year limited liability warranty. This warranty includes parts and labor repairs on all components found to be defective
in material or workmanship under normal conditions of use. This warranty shall not apply to products which have been abused, modified, or disassembled.
Warranty items only by authorized resellers. Warranty not eligible for products purchased through non-authorized online sellers.




