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■ Looks Natural, Sounds Great Each RS PRO series
loudspeaker style has unique textures and colors that
are fashioned after natural rocks. Shaped grilles match
the features on the front of the rock, making them
blend into the cabinet. All of this extra attention to
detail leads to a GeoRealistic™ style that enables the
these loudspeakers to blend in with other landscaping
and disappear.

■ Installation Ease Pre-attached Burial Rated
Connection Cable facilitates quick installation and
provides years of trouble-free operation.

■ Weather Proof Construction The custom cabinet
is made from multi-layer fiberglass, it utilizes double
seals on the tweeter, woofer and enclosure cover, and
is designed so that the woofer drains water away from
it. The grilles are painted rust-resistant aluminum and
the acoustic drivers are made from weather resistant
materials. The RS PRO series loudspeakers have passed
some of the most stringent environmental tests devised.

■ Install With Confidence The best-built
loudspeakers deserve the best protection—the Niles
Lifetime Limited Warranty.

FEATURES AND BENEFITS

RS SiPRO 8” TWO-WAY, DUAL TWEETER HIGH
PERFORMANCE ROCK LOUDSPEAKER

WEATHERPROOF ROCK LOUDSPEAKERS

The NEW Professional Installation Weather-proof Rock Loudspeakers are ideal for any application of 
outdoor sound systems requiring Geo-Realistic™ camouflage. With enhanced features such as covered 
cross-overs, NoFade™ UV protective paint and exceeding Military standards for corrosion, the Niles Pro 
series of rocks can last a lifetime, guaranteed! 

PROTECTIVE
PAINT

PROTECTIVE
PAINT

Built like a tank. 
Plays like mozart.

Lasts for a Lifetime.

https://www.digitalcinema.com.au


Rock Speakers are available in 5 colors:

Granite Sandstone Coral Shale 
 Brown

Speckled  
Granite

1-800-BUY-HIFI – www.nilesaudio.com
©2012 The AVC Group, LLC.  All Rights Reserved. Niles, the Niles logo, Twist & Lock, and Blending High Fidelity and Architecture are registered trademarks of The AVC Group, LLC. MicroThin is a trademark 
of The AVC Group, LLC. All other trademarks are the property of their respective owners. We reserve the right to change features, descriptions, and/or specifications at any time without notice. CS0195A

WEATHERPROOF ROCK LOUDSPEAKERS

RS8SiPRO
8” Two-way, High Performance 
Rock Loudspeaker

Stock 	 Number

Granite	 FG01697

Sandstone	 FG01698

Coral	 FG01696

Speckled Granite	 FG01699

Shale Brown	 FG01700

FEATURES

■ �NoFade™ Protective Paint

■ �Weatherproof design surpasses military standard 883 for corrosion resistance

■ �Designed for extreme environmental conditions and both UV exposure and water 
resistance

■ �Proprietary 4-layer fiberglass construction makes the cabinet acoustically inert 
and completely weatherproof

■ �Artistically crafted cabinet with shaped MicroPerf™ aluminum grilles looks 
natural and realistic

■ �8” (20.32 cm) dual voice coil injection-molded TCC (talc, carbon, and ceramic) 
filled polypropylene woofer with butyl rubber surround

■ �Dual 1” (2.54 cm) fluid-cooled tri-laminate Teteron® tweeter mounted at a custom 
angle for optimum dispersion

■ �Separate left and right channel inputs provide stereo sound in a single 
loudspeaker projecting quality stereo sound over a larger area than conventional 
loudspeakers

■ �ConeForward™ driver placement and high quality crossover design delivers 
“living room” quality sonic performance to the outdoors

■ �Integrated security system supplied with the loudspeaker, means it stays where 
you put it

■ �Dual 3-foot burial-rated connection cables with waterproof wire-nuts ensure 
trouble free connection

■ �Can be wired in one-speaker stereo-input mode or two-speaker stereo mode

SPECIFICATIONS

■ �Impedance: 4 ohms in one-speaker stereo-input mode or 8 ohms in two-speaker 
stereo mode

■ �Recommended amplifier power: 10W to 200W

■ �Dimensions: 12-1/2” (31.75 cm) high x 19-1/2” (49.53 cm) wide x 16-1/2”  
(41.91 cm) deep

■ �Shipping weight: 27.9 lbs (12.7 kg)

■ �Temperature Extremes: -50°F to 185°F (-45° to 85° Celsius)




