








MICROFIBRE GRILLES

The R Series has been created to sound at its best with or
without grilles. This microfibre design is a first for KEF and
resulted in a design that not only looks beautiful but has

negligible effect on sound performance.

All of the grilles are hand crafted and compressed with
heated pressure from thirteen layers of composite material.
The grilles continue the tone-on-tone approach: grey for the
white cabinet, brown for the walnut, and black for the black.
The grilles edges are burnished in a similar way to fine leather

goods and the overall effect is almost suede-like.

MKEF




Of all art, music is the most indefinable and the
most expressive, the most insubstantial and the
most immediate, the most transitory and the
most imperishable. Transformed to a dance of
electrons along a wire, its ghost lives on. When
KEF returns music to its rightful habituation, your
ears and mind, they aim to do so in the most
natural way they can... without drama, without

exaggeration, without artifice.

Raymond Cooke, KEF



Specifications

Model R11 R7 R5
Design Three-way bass reflex Three-way bass reflex Three-way bass reflex
Drive units Uni-Q Driver Array: Uni-Q Driver Array: Uni-Q Driver Array:

HF: 25mm (1in.) vented aluminium dome
MF: 125mm (5in.) aluminium cone

Bass Driver:

LF: 4 x 165mm (6.5in.) hybrid aluminium

HF: 25mm (1in,) vented aluminium dome
MF: 125mm (5in.) aluminium cone

Bass Driver:

LF:2 x 165mm (6.5in.) hybrid aluminium

HF: 25mm (1in)) vented aluminium dome
MF: 125mm (5in.) aluminium cone

Bass Driver:

LF:2 x 130mm (5.25in.) hybrid aluminium

Crossover frequency

400Hz, 2.9kHz

400Hz, 2.9kHz

400Hz, 2.9kHz

Frequency range (-6dB) 30Hz - 50kHz 33Hz - 50kHz 38Hz - 50kHz

Typical in-room bass response (-6dB) 26Hz 27Hz 29Hz

Frequency response (+3dB) 46Hz - 28kHz 48Hz - 28kHz 52Hz - 28kHz
Harmonic distortion (90dB, 1m) <0.3% 120Hz - 20kHz <0.3% 120Hz - 20kHz <0.3% 120Hz - 20kHz
Maximum output 113dB 111dB 110dB

Amplifier power (recommended) 15 - 300W 15 - 250W 15 - 200W

Nominal impedance 8Q) (min.3.20Q) 8Q (Min.3.20)) 80 (min.3.2Q))
Sensitivity (2.83V/1m) 90dB 88dB 87dB

Weight *

377 kg (831 Ibs)

314 kg (692 Ibs)

273 kg (6022 Ibs)

Dimension (H x W x D)
with terminal *

1249 x 200 x 383.5 mm
(492 x 7.9 x 151 in)

1062 x 200 x 383.5 mm
(41.8x79x15.11n)

1025 x 175 x 343.5 mm
(404 x 6.9 x 1351n)

Dimension (H x W x D)
with terminal with Plinth *

1295.5 x 310.6 x 383.5 mm
(51x122x15.1in)

1108.9 x 3106 x 383.5 mm
(437 x 122 x 151 in)

10714 x 2716 x 3435 mm
(422107 x 135 in)

Finishes

Black Gloss / White Gloss / Walnut

Black Gloss / White Gloss / Walnut

Black Gloss / White Gloss / Walnut

* Measurement per unit

Model R3 R2c R8a
Design Three-way bass reflex Three-way closed box Two-way closed box
Drive units Uni-Q Driver Array: Uni-Q Driver Array: Uni-Q Driver Array:

HF: 25mm (1in,) vented aluminium dome
MF: 125mm (5in.) aluminium cone

Bass Driver:

LF: 165mm (6.5in.) hybrid aluminium

HF: 25mm (1in,) vented aluminium dome
MF: 125mm (5in.) aluminium cone

Bass Driver:

LF: 2 x 130mm (5.25in.) hybrid aluminium

HF: 25mm (1in)) vented aluminium dome
MF/ LF: 130mm (5.25in.) aluminium cone

Crossover frequency

400Hz, 2.9kHz

400Hz, 2.9kHz

2kHz

Frequency range (-6dB) 38Hz - 50kHz 64Hz - 50kHz 96Hz - 19.5kHz
Typical in-room bass response (-6dB) 30Hz 49Hz -

Frequency response (+3dB) 58Hz - 28kHz 74Hz - 28kHz 105Hz - 18.5kHz
Harmonic distorition (90dB, 1m) <0.3% 130Hz - 20kHz <0.3% 120Hz - 20 kHz <0.3% 200Hz - 20kHz
Maximum output 110dB 110dB 106dB

Amplifier power (recommended) 15 - 180W 15 - 200W 25 - 150W

Nominal impedance 8Q) (min.3.2Q0) 8Q) (min 3.2Q0) 8Q (min.4.2Q)
Sensitivity (2.83V/1m) 87dB 87dB 86dB

Weight *

135 kg (298 Ibs)

169 kg (373 Ibs)

445 kg (9.8 Ibs)

Dimension (H x W x D)
with terminal *

4222 x 1996 x 3355 mm
(166 x 7.9 x 132 in)

175 x 550 x 308.5 mm
(69 x21.7x12.11in)

1738 x 174.6 x 259 mm
(6.8x6.9x1021n)

Finishes

Black Gloss / White Gloss / Walnut

Black Gloss / White Gloss / Walnut

Black Gloss / White Gloss

* Measurement per unit



