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Change Master 
PIN Code

New Master 
PIN Code

New Master 
PIN Code

Green light 
flashes twice

Green light 
flashes twice

Wait for green light to flash

Wait for green light to flash

Silent Mode disabled when green light flashes

Silent Mode enabled when green light flashes

Auto Lock disabled when green light flashes

Auto Lock 30s enabled when green light flashes

Auto Lock 60s enabled when green light flashes

Auto Lock 120s enabled when green light flashes

Auto Lock 180s enabled when green light flashes

Vacation Mode  enabled when green light flashes

Networked joined when green light flashes

Networked exited when green light flashes

Wait for green light to flash Green light 
flashes twice

Unwanted User 
PIN Code

Master 
PIN Code

Master 
PIN Code

Master 
PIN Code

Master 
PIN Code

Master 
PIN Code

Master 
PIN Code

Master 
PIN Code

Master 
PIN Code

Add User 
PIN Code

Silent Mode

Auto Lock

Vacation Mode

Add One-Time 
PIN Code

Network Setting

Wait for green light to flash

Wait for green light to flash

Wait for green light to flash

Wait for green light to flash

Wait for green light to flash

Wait for green light to flash

Wait for green light to flash

Wait for green light to flash

New One-
Time PIN Code
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Quick Set Up The default Master Code is 12345678 . It is required that you 
change it to a code of your own before programming.

If the indicator light flashes red, your setting failed and you will need to 
redo the operation.

New One-
Time PIN Code

New User
PIN Code

New User
PIN Code

Delete User 
PIN Code Successful Green light will flash


