
3" 

1/8" 

1-3/4" 

Oxford series

1-3/8" 

1-3/8" 

1

2

3

Ensure hot and cold water supply to
the control valve is off before proceeding

Do not over tighten.
With handle attached, ensure spindle can
rotate with a small amount of resistance. 
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Valve Spindle Extension Kit, TA-10-EXT-KIT-RP 

Installation

 Need Help?
Symmons customer service:
(800) 796-6667,  (781) 848-2250
customerservice@symmons.com
Mon - Fri 8:00 am - 7:30 pm EST

 www.symmons.com/service 

 ■  Technical help  ■  Warranty policy
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For California Residents
WARNING: This product contains chemicals 
known to the State of California to cause cancer, 
birth defects, or other reproductive harm.
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No apriete en exceso.
Con asa adjunta, garantizar eje puede girar 
con una pequeña cantidad de la resistencia. 

Asegurar el suministro de agua caliente 
y fría está apagado antes de proceder
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Kit de extensión de eje, TA-10-EXT-KIT-RP 

Instalación
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 ¿Necesita ayuda?
Servicio al cliente de Symmons:
(800) 796-6667,  (781) 848-2250
customerservice@symmons.com
Lun - Vie 8:00 am - 7:30 pm EST

 www.symmons.com/service 
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