
N
O

TE
:

 

gainsboroughhardware.com.au
gainsboroughhardware.co.nz

PDGA0060 JULY 19

 
C

ar
ef

ul
ly

 fo
llo

w
 th

es
e 

in
st

ru
ct

io
ns

 w
he

n 
in

st
al

lin
g.

D
o 

no
t o

ve
r t

ig
ht

en
 s

cr
ew

s.
U

se
 o

f p
ow

er
 d

riv
er

 is
 n

ot
 re

co
m

m
en

de
d.

Step 1.
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Step 2.

• Cut and chisel the timber to fit 
the strike plate.

Ensure the strike plate is flush 
with the door edge when finished.

Spacer block

Deep

Front Back

2mm min

• Cut and chisel the timber to fit
the spacer block.

Turn spacer block to suit the
latch face plate thickness (using
the deep or shallow pockets as 
shown above) to ensure face plate
is flush with the door edge when finished.

Fixed half of rebated 
double doors

Moving half (lock side) 
of rebated double doors

• Mark the position of the strike 
plate on the stationary door leaf.

• Mark around strike plate.

• Place the spacer block on
the door edge of the moving
half of the rebated doors.

• Mark around spacer block.

• Insert strike plate and fasten with 
SHORT wood screws supplied

• After latch is installed check
that the door shuts tightly.

• Adjust strike plate tab to remove
any latch rattle as shown above.

• Insert latch along with the
spacer block and fasten with
LONGER wood screws supplied.

• Drill 25mm (1”) latch hole.
NOTE: It is important to drill 
this hole squarely.

Step 3.

Step 1.

Step 2.

Step 3.

Strike Plate Installation Latch Installation

Installation Instructions for Rebate Kit 
KT 800 REB, KT 850 REB and KT 890 REB

Shallow

2mm min

Minimum door thickness: 35mm

Choosing your Rebate Kit: KT 800 REB KT 850 REB KT 890 REB

Gainsborough ‘480’ tubular latches

Gainsborough ‘800’ series Stronghold / G3 locksets

Gainsborough ‘500’ series Contractor / G4 locksets

Gainsborough ‘845’ and ‘850’ series Stronghold / G3 deadbolts 

Gainsborough ‘545’ and ‘550’ series Contractor / G4 deadbolts

Gainsborough ‘Trilock’ range locksets (knob & lever version)


