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1.4kVA 15A Plug — 12A UL Rated

Part Number Input Plug Type Inlet Location
Form 

Factor

Outlet 

Switching

Inlet 

Metering

Outlet 

Metering
Outlets C13 C19

NEMA 

5-20R

Branch 

Metering
SecureLock

Replaceable 

Controller

PXE-1473V NEMA 5-15P Bottom End 0U  24 24

PX2-1145R NEMA 5-15P 1U  8 8 

PXE-1145R NEMA 5-15P 1U  8 8

PX2-2142R NEMA 5-15P 1U   8 8  

PX2-2145R NEMA 5-15P 1U   8 8 

PX3-5145R NEMA 5-15P 1U    8 8 

1.9kVA 20A Plug — 16A UL Rated

Part Number Input Plug Type Inlet Location
Form 

Factor

Outlet 

Switching

Inlet 

Metering

Outlet 

Metering
Outlets C13 C19

NEMA 

5-20R

Branch 

Metering
SecureLock

Replaceable 

Controller

PX2-1474 NEMA 5-20P Bottom Front 0U  24 24  

PX2-1802 NEMA 5-20P Bottom Front 0U  24 24 

PX2-1146R NEMA 5-20P 1U  8 8 

PX2-2474 NEMA 5-20P Bottom Front 0U   24 24  

PX2-2802 NEMA 5-20P Bottom Front 0U   24 24 

PX2-2162R NEMA 5-20P 1U   8 8  

PX2-2146R NEMA 5-20P 1U   8 8 

PX3-5405V NEMA 5-20P Bottom End 0U    20 20  

PX3-5802V NEMA 5-20P Bottom End 0U    24 24  

PX3-5172V-N1 NEMA 5-20P Bottom End 0U    32 32  

PX3-5146R NEMA 5-20P 1U    8 8 

PX3-5405R NEMA 5-20P 2U    20 20 

INPUT FEATURES OUTPUT

INPUT FEATURES OUTPUT

Bold part numbers indicate Ready to Ship PDUs.

Visit www.raritan.com/ipdus

Bold part numbers indicate Ready to Ship PDUs.

The PX® intelligent rack PDU series offers hundreds of models to power all your data center 

applications, including models with outlet switching, individual outlet metering, high power 

for blade servers and high-density applications, and 400V three-phase power distribution.

Need a special PDU for your Data Center?  

See page 33 for unique PDU requirements.

PX® Intelligent PDU Models

120V Single Phase
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