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For Ball Bearing Slides

With the set screw knob facing upward, place the bottom 
of the magnetic bracket holder into the bottom channel of 
slide bracket. Make sure the bracket is square and pushed 
firmly against end of bracket holder.

For Undermount Slides

With the set screw knob facing upward, place the inside 
bottom of the slide bracket against the bottom of the 
magnetic bracket holder.   Make sure the bracket is square 
and pushed firmly against end of magnetic bracket holder.

800.463.0660       www.HardwareResources.com

Rear Slide Bracket Installation Tool
HR-TOOL-RBINST

Insert undermount bracket tabs into the 
bottom channel of the bracket holder

Insert ball bearing bracket tabs into the 
side channel of the bracket holder

Contact your Hardware Resources Sales 
Representative for more information. 

• Helps install our undermount and ball bearing metal rear brackets with 
more accuracy and ease, saving you time and money

• Works in face frame cabinets from 7-1/2” to 30” inside cabinet depth  

Set screw knob

Aluminum rod

Handle

Magnetic bracket holder

Patent pending

Scan to watch the installation video
http://delivr.com/2YHJ3



Step 2

Make sure set screw knob is facing upward. Loosen set 
screw. 

Step 4

Making sure slide bracket is firmly attached to end of tool, 
carefully extend aluminum rod to back of cabinet with 
other hand.

Step 6

Attach slide bracket with screws using a drill or screwdriver.

Step 3

With your hand, grasp installation tool handle and place it 
in the bottom left corner of drawer opening.  Be sure that 
the handle is flush and square against face frame.

Step 5

Keeping pressure on aluminum rod and bracket, tighten set 
screw knob for quicker installations of same cabinet depth. 

Step 7

Slide out installation tool.  Repeat process on right side.

Set screw knob

Set screw knob


