
Figure 1

1. Attach two mounted screws into 4" outlet box leaving enough of
screw exposed to engage keyholes in the top of disk light (Fig.1).

2. Attach two mounted screws into 3" outlet box leaving enough of
screw exposed to engage keyholes in the top of disk light  (Fig. 2).

For 4 inch outlet box

Figure 2

For 3 inch outlet box

TOOLS REQUIRED

Wire 
strippers

Ladder Safety 
glasses

Electrical 
tape

Phillips 
screwdriver

PliersFlat blade 
screwdriver

FCC INFORMATION

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions:

1.This device may not cause harmful interference, and
2.This device must accept any interference received, including interference that may cause undesired operation.
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8531WH-9-3K /8531WH-9-5CCT

INSTALLATION  INSTRUCTIONS
WARNING
- Read all instructions before installing.
- 
- Go to the main fuse box, or circuit breaker. Place the main power switch in the “OFF” position and unscrew the fuse(s) or

- Place the wall switch in the “OFF” position.
- 

ELECTRICAL CONNECTION

1. Connect supply wires to wires on fixture with wirenuts. Connect white to white, black to black and green wire to green wire
as grounding connection.

2. Raise the disk light over the junction box screws through the key holes, rotate the disk light until the junction box screws are
in the slots of the keyholes and secure the disk light with the two junction box screws.
Or rotate to open the shade and install the fixture to the mounting bracket with screws.

LENS INSTALLATION

1. Twist the lens on disk light metal enclosure and lock the lens in  place.

NOTE:  Select desired LED color temperature by using the switch of luminaire situated on canopy for the color temperature 
               selectable items.


