























YOUR PLUMBING'S BEST CONNECTION

neoFIT

Chemical compatibility table

Judgement
Standard

©: Excellent O :Good /\ :Required confirmation X : Incompatible — : No data

Chemical Name

FITTING TUBE SEAL

Density (%), Temperature (°C) BRASS SUS304 SUS316 POM  PBT PP URETHANENYLON POLYOLEFIRLUORINE NBR EPDM FKM

Chloroacetone
Chlorotoluene
Chloroform

Soybean ol

Tannic acid

Tar

Carbonic acid

Carbon dioxide

Sodium carbonate
Ammonium carbonate
Toluene

Triacetin

Phenol

Glucose

Freonll

Freon12

Freon21

Freon22

Freon113

Freon114

Propane

Propylene

Castor oil

Hexane

Sulfuric acid (10%, 20°C)
Sulfuric acid (10%, 70°C)
Sulfuric acid (30%, 20°C)
Sulfuric acid (30%, 70°C)
Sulfuric acid (98%, 20°C)
Sulfuric acid (98%, 70°C)
Sodium sulfate

Nickel sulfate

Copper sulfate
Magnesium sulfate

Metyl sulfate

Barium sulfate
Aluminium sulfate
Ammonium sulfate

Lead sulfate

Sodium sulfide

Barium sulfide

Zinc sulfide

Calcium sulfide
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