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Clear

Clean, flat low-profile aluminum finish – 3/8” (10 mm) 

Wide 120° beam spread 

Available in (3) lengths – 8” (203 mm), 12” (305 mm) or 
22” (559 mm) 
Linkable  

Optional series of in-line controllers available 

Magnets attached to bottom of fixture for metal shelf mounting 

Surface mounting options: screw, magnetic, straight and 
adjustable mounting U-clips 

Typical Applications:

Showcases

Displays or store fixtures

Task lighting

Metal shelving

Office furniture

Under cabinet

Available Finishes:

Aluminum (AL)

Features:

Dimensions:

The patented SimpLED features the unique "three-in-one" system of 
diffuser options, giving you power to determine glare reflection and 
intensity. Optional touch, motion or photo/light control modules can 
be installed in-line or remotely mounted via link cord to further expand 
your lighting capabilities.

US PATENT NO: 8,545,045

3 diffuser options (included) 

Linkable (back-to-back or link cord)  
up to 10' (3 m) continuous run

Straight and adjustable mounting 
U-clips and magnets included

214 Lumens
per ft.

(702 per meter) 120°

203 mm  (8 in.)
305 mm  (12 in.)
559 mm  (22 in.)

203 mm  (8 in.)
305 mm  (12 in.)
559 mm  (22 in.)

8” (203 mm)
12” (305 mm)
22” (559 mm)

10 mm  
(3/8 in.)

 2 m (79 in.)
203 mm  (8 in.)
305 mm  (12 in.)
559 mm  (22 in.)

 79” (2 m)

19 mm  
(3/4 in.)

3/8”
(10 mm)

 7/16”
(11 mm)

3/4”  
(19 mm)

Frosted

Milk/Opal

4.5W/ft.
(14.8W/m)

EquiLine SimpLED
12VDCEconomy 

Series
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Height Light Output Beam Area

1ft 
(.3 m)

86.4Fc 
(930lx)

 2.2ft L x 2.9ft W  
(.67 m L x .88 m W)

3ft 
(.9 m)

9.6Fc 
(103.3lx)

 6.6ft L x 8.8ft W  
(2 m L x 2.7 m W)

6ft 
(1.8 m) 

2.40Fc 
(25.8lx)

13.1ft L x 17.6ft W  
(4 m L x 5.4 m W) 

Specifications:

EquiLine SimpLED

Wattage Lumens Efficacy 
(lm/W)

Input  
Voltage Diode Life

Max Per 
60W Power 

Supply

Max 
Continuous 

Run
Mounting Warranty Beam Angle

4.5W/ft. 
(14.8W/m)

214 per ft. 
(702 per m) 124 12VDC 50,000 Hours 13' (3.96 m) 10' (3.04 m) Surface 3 Year

Photometric Data Color Temperature

Warm White

2700K 3000K 4500K

Warm to Neutral Cool White

6500K5500K

Daylight

Cool
(5000K)

Warm
(3000K)

Accessories:

Typical Setup:

Power Supplies 
see power supply 
section

Controllers 
see controller section

SimpLED Link Cord  
L-LED-SMPLNK-5-1
L-LED-SMPLNK-15-1
L-LED-SMPLNK-25-1
L-LED-SMPLNK-60-1
L-LED-SMPLNK-120-1
L-LED-SMPLNK-180-1

120°

See page 65 for part numbers and descriptions

Mounting Block 
(Included with power supply)

EquiLine SimpLED

Power Supply 
(18W Power Supply shown)

Controller 
(Rotary Dimmer shown)

L-LED-SMP12-CNI-1 Tested

Rectangle Inline 
Touch Dimmer
(27 Watt Max)
L-LED-SMPTD4-1

Rectangle Inline 
Motion Sensor 
(27 Watt Max)
L-LED-SMPMOT-1

 Required

 Optional


